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A very simple and readily performed method is described for the preparation of poly(styrene-
divinylbenzene-methacrylic acid) monolithic columns for capillary liquid chromatography. The effect
of the methacrylic acid content on the morphological and chromatographic properties has been inves-
tigated. Methacrylic acid is shown to be essential for isocratic separations of small organic analytes by
capillary liquid chromatography. Column efficiencies of about 28,000 theoretical plates/m have been
obtained for all the test compounds. The batch-to-batch and run-to-run repeatability of the retention
times is better than 1.5%.

© 2011 Elsevier B.V. All rights reserved.

1. Introduction

“Single-piece” separation media, called monoliths, have become
some of the most interesting topics in the search for new chro-
matographic stationary phases. Generally, there are two major
monolith types - inorganic silica-based and organic polymer-
based ones. Among organic polymers, monoliths based on
polystyrenes, polymethacrylate esters and polyacrylamides have
become most popular. This short communication deals with only
the polystyrene-based monoliths. Up to now, a huge number
of papers report on successful applications of polystyrene-based
monoliths to separations of larger molecules, such as peptides,
proteins and nucleic acids [1-5]. However, the number of stud-
ies applying these monoliths to separation of small molecules is
limited.

Polystyrene-based monoliths have proven to be excellent sta-
tionary phases because of their high chemical stability across a
wide pH range. In early 1990s, Wang et al. [6] described gradient
HPLC separations of small aromatic molecules on polystyrene-
based monolithic columns. However, the retention times were
around 30min and the column efficiency was about 13,000
theoretical plates/m. Further experiments have improved the
separation performance of styrene-divinylbenzene copolymer for
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small organic molecules by postpolymerization modifications, such
as Friedel-Crafts alkylation, a grafting procedure [7] or hyper-
crosslinking [8,9]. Besides, novel monolithic separation media with
excellent physical properties using 1,2-bis(p-vinylphenyl)ethane
as the crosslinker were introduced by Bonn's group [10,11].

The current efforts are focused on the preparation of uni-
versal columns suitable for separations in both capillary liquid
chromatography (CLC) and capillary electrochromatography (CEC).
Therefore, the incorporation of methacrylic acid (MAA) in the poly-
merization mixture for monolith preparation was considered to be
a possible way how to alter interactions between small analytes
and the stationary phase [12,13] and how to generate electroos-
motic flow (EQF) for the purpose of CEC [13-15]. The present work
is the first comparison of the monolith preparations with and with-
out MAA for application in CLC. The influence of MAA addition to
the polymerization mixture on the morphology of monoliths, sepa-
ration performance and selectivity of CLC columns was studied. An
application of the newly designed polymeric separation media to
separation of a set of typical low-molecular-weight organic com-
pounds was also demonstrated.

2. Experimental
2.1. Materials

Polyimide-coated fused silica capillaries of 320 wm LD. were
obtained from Supelco (Bellefonte, USA). Styrene (for synthesis),
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divinylbenzene (for synthesis), toluene (extra pure), methacrylic
acid (for synthesis) and «,«’-azobisisobutyronitrile (AIBN) (98%)
were purchased from Merck (Darmstadt, Germany). Isooctane
(p.a.) was supplied by Lach-Ner (Neratovice, Czech Republic).
3-(Trimethoxysilyl)-propyl methacrylate (99%) and ethylbenzene
(p.a.) were provided by Fluka (Buchs, Switzerland). Sodium
hydroxide (p.a.) was purchased from Lachema (Brno, Czech Repub-
lic). Thiourea (99%), phenol (99%), aniline (98%), benzene (99%),
propylbenzene (99%) and butylbenzene (98%) were provided
by Sigma-Aldrich (St. Louis, USA). Acetonitrile and methanol
(gradient-grade for liquid chromatography) were supplied by
Merck (Darmstadt, Germany). Deionized water used in this work
was prepared with a Milli-Q water purification system (Millipore,
USA). All the samples were dissolved in the mobile phases in con-
centrations ranging from 0.2 to 0.5 mg/ml.

2.2. Instrumentation

A UL 400 Memmert oven (Schwabach, Germany) was employed
for thermostatting the capillaries during pretreatment. An ISCO
syringe pump model 100 DM (Lincoln, NE, USA), a Valco Inter-
national injection valve with a 100 nl internal loop (Schenkon,
Switzerland) and a LINEAR UVIS-205 absorbance detector (San Jose,
CA, USA) were used for all the chromatographic measurements.
The inlet of monolithic column was installed in the injection valve
using a PEEK sleeve and finger-tight fitting. The column outlet was
connected to a 100 um L.D. detection capillary by a piece of PTFE
tubing. A detection window was burnt 80 mm from the outlet of
monolith column. All the data were collected and evaluated using a
Clarity software by DataApex (Prague, Czech Republic). The porous
properties of the monoliths prepared were determined by mercury
porosimeter Pascal 440 and Pascal 140 (Thermo Finigan, Rodano,
Italy). The specific surface area was measured by Micromeritics
Gemini VII (Micromeritics Instrument Corporation, Norcross, USA).

2.3. Preparation of monolithic columns

The preparation procedure for poly(styrene-divinylbenzene-
methacrylic acid) monolithic capillary columns for CEC was
developed and published by Jin et al. [ 14]. This procedure was mod-
ified in the present work in several aspects, to make it suitable for
the preparation of styrene-based capillary monolithic columns for
CLCin 320 pm LD. fused silica capillaries.

Prior to the polymerization, the capillary was pretreated by the
procedure of Courtois et al. [16]. After the etching and silanization,
the preparation of monolithic columns followed this procedure:
the polymerization mixture consisted of 50 .l of styrene, 100 .l of
divinylbenzene and 50l of methacrylic acid in the monomeric
form, 300 ul of toluene and 300 .l of isooctane as the porogen
mixture and AIBN as the initiator (1%, w/w, with respect to the
monomers). The mixture was sonicated for 15 min until it became
homogeneous and then degassed with a stream of nitrogen for
10min. The pretreated capillary was filled with the polymeriza-
tion mixture, both its ends were sealed with rubber stoppers and
the capillary was placed in a water bath of 60°C for 6 h. The pre-
pared columns were cut at both ends and flushed with methanol
using the syringe pump to remove unreacted monomers and poro-
gens. Prior to measurements, the columns were shortened to the
desired length and washed with the appropriate mobile phase. A
set of eight compounds differing in their hydrophobicity were used
to investigate separation performance. The column permeability K
was calculated according to equation:

_ Fl
"~ ApmR?

(1)

where F; is the mobile phase flow rate, 5 the dynamic viscos-
ity of eluent, L the column length, Ap the pressure drop across
the column and R is the column inner radius. The value of the
dynamic viscosity for mobile phase acetonitrile/water (65/35, v/v),
1=0.65 x 10-3 Pas, was adopted from [17].

Samples for characterization of the polymer morphology were
prepared in polypropylene vials in the same way as the columns,
rinsed with mixture of toluene and isooctane at a volume ratio
1:1 to remove non-polymerized residues and dried under vacuum
overnight. The porous properties of the monoliths were investi-
gated by mercury intrusion porosimetry. The specific surface area
was calculated from nitrogen adsorption/desorption isotherms.

3. Results and discussion

3.1. Influence of MAA addition on the structure and separation
selectivity of the monolith

According to the literature [ 14,15], both large and small organic
molecules can be separated using CEC on polystyrene-based mono-
liths. In order to generate EOF as the propelling force in CEC, a
charge-bearing monomer, such as MAA, has been used [14,18,19].
Incorporation of this polar compound can highly affect the prop-
erties of the monolithic support. Two batches of the stationary
phases, with and without MAA, were prepared (see Section 2.3).
For columns without MAA, the proportion of styrene in the poly-
merization mixture was increased by the amount equal to that of
MAA missing.

The morphological characterization of the both monolithic sta-
tionary phases revealed a significant difference between their
structures. A globular structure that is required for monolithic
stationary phases used in capillary liquid chromatography was
characteristic for the monolith containing methacrylic acid. Mer-
cury porosimetry found a total pore volume of about 3.85ml/g,
and the pore size distribution curve (not shown) was character-
ized by two maxima. In the range of the large through-pores, which
allow flow of a mobile phase through the monolith, the most fre-
quent pore radius was 5.8 pum. These pores markedly contribute to
the permeability of the monolith. The backpressure did not exceed
40bar and the column permeability was 2.5 x 10-'4 m2. The sec-
ond local maximum of the pore size distribution curve was found
at 233 nm, and, even in the range of mesopores (pores smaller than
50 nm) 0.3 ml of pores per 1¢ of polymer was found. Results of the
BET measurements corresponded with these findings. The specific
surface area 261 m?/g provides sufficient space for interactions of
the monolith with mobile phase carrying analytes. On the other
hand, the material prepared from the polymerization mixture with-
out methacrylic acid represented a compact rigid polymer almost
without any interconnected pores. The total pore volume found was
only 0.54 ml/g. No micrometer-size pores allowing a flow through
the monolith were observed. The specific surface area determined
by the BET measurements was 0.1 m?/g.

Surprisingly, the influence of MAA on the selectivity of mono-
lithic columns is usually not considered in the literature. Since the
charge-bearing monomer is essential for electrochromatographic
measurements, itis difficult to assess this effect of MAA added to the
polymerization mixture by CEC measurements but CLC can readily
be used. A mixture of acetonitrile/water 65/35 (v/v) was chosen as
the mobile phase for the separation of a set of eight low-molecular-
weight organic compounds. The test mixture consisted of phenol,
aniline, benzene, toluene, ethylbenzene, propylbenzene, butylben-
zene and thiourea as the dead time marker. No separation of the test
compounds was achieved using the columns polymerized without
MAA (Fig. 1A). All the test analytes eluted in a single broad peak
because the monolith shows a very low specific surface area as
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Fig. 1. A CLC separation of small erganic molecules using poly(styrene-co-
divinylbenzene) columns (A) without MAA and (B) with MAA. Conditions: mobile
phase, acetonitrile/water (65/35, v/v); UV detection at 214 nm; flow rate, 4 pl/min;
injection volume, 100nl; effective column length, 170 mm. Peak identification:
thiourea (1), phenol (2), aniline (3), benzene (4), toluene (5), ethylbenzene (6),
propylbenzene (7) and butylbenzene (8). The concentrations of the analytes in the
mixture were: 0.2 mg/ml for aniline and 0.5 mg/ml for all other solutes.

mentioned above. We suppose that in case of monolith prepared
without methacrylic acid, the mobile phase did not flow through
the material of monolith but through the disruptions which arose
between monolith and the inner wall of capillary. In contrast, all
the columns prepared with the additions of MAA provided baseline
separation of all the eight test analytes with a column efficiency of
about 28,000 theoretical plates/m (Fig. 1B).

These results clearly demonstrate the significant influence of
MAA on the structure of the monolith and consequently the chro-
matographic performance. From the elution order of the test
compounds, it can be deduced that the separation mechanism is
similar to that in common reversed-phase systems - the more
hydrophaobic analyte, the higher retention. Based on this fact, we
assume that electrostatic interactions possibly introduced by MAA
carboxyl groups do not markedly contribute to separation mech-
anism. The same selectivity for separation of alkylbenzenes was
observed by Jin et al. in CEC mode for separation of alkylbenzenes
[14]. Based on the Jin's and our results, we can generalize that
the procedure is robust and can be used for the preparation of
monolithic columns in fused silica capillaries of various internal
diameters without a need for changes in the composition of the
polymerization mixture (320 pm LD. for CLC and 100 wm LD. for
CEC).

3.2. Repeatability of monolith preparation and column
performance

Batch-to-batch and run-to-run repeatability were investigated
in terms of the retention times (tz) and the height equiva-
lents to a theoretical plate (HETP) for the test mixture analytes.
Chromatographic properties of three independently synthesised
poly(styrene-divinylbenzene-methacrylic acid) columns in three
independent batches were compared using the same test mixture
and identical chromatographic conditions. The RSD values ranged
from 1.0 to 1.5% for the retention times. Low variations of the
separation efficiencies (RSD=1.6-5.5% for HETP) were found to
be more than satisfactory. Run-to-run repeatability of retention
performance of the poly(styrene-divinylbenzene-methacrylicacid)
monolith was assessed by repeated separations of the test mixture
under constant chromatographic conditions. Fifteen runs were per-
formed on the same column to evaluate the repeatability of the
retention behavior. The RSD values for the retention times were
found to be between 0.3 and 0.5%, which confirmed the high run-to-
run repeatability of the prepared monolithic columns. These results
clearly indicate that the presented process of preparation of the
monolithic columns is highly reproducible.

4. Conclusions

Although most publications consider methacrylic acid as only
a charge-bearing agent for generation of EOF in CEC, this work
reveals the essential influence of this substance on the morphol-
ogy of the monolith and its properties as a separation medium.
The poly(styrene-co-divinylbenzene-co-methacrylic acid) mono-
lith has also been shown to be a powerful stationary phase for CLC.
To the best of our knowledge, the effect of the MAA presence in the
monolith on the separation performance has not yet been studied.
Efficient separations of low-molecular-weight organic compounds
have been completed within less than 14min. Comprehensive
batch-to-batch and run-to-run repeatability studies have revealed
high reliability of the separation media prepared. The preparation
procedure is universal for both CLC and CEC methods and for capil-
laries with various inner diameters. However, the results obtained
rise questions which will be studied and discussed in detail in our
forthcoming work. These are, in particular, mechanical stability of
the monoliths and ways to further improvement in their efficiency.
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Abstract

- Pavel Coufal’

This work deals with newly developed poly(styrene-divinylbenzene-methacrylic acid) monolithic columns for capillary
electrochromatographic and capillary liquid chromatographic separations of low-molecular-weight organic compounds. The
influence of the polymerization time on chromatographic properties of prepared monolithic capillary columns was studied
by capillary electrochromatography and capillary liquid chromatography using a model mixture of thiourea, benzene, and
its homologues. The effect of electrostatic interactions between methacrylic acid as a weak cation-exchanger and selected
analytes (a mixture of three amino acids, and thiourea, or diethylamine) on their retention in capillary liquid chromatography
was investigated. The determined run-to-run and batch-to-batch repeatabilities indicate high reliability of the preparation

of the separation media.
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Introduction

Monolithic columns that are widely applicable for efficient
separations were first described 30 years ago when Svec
and Fréchet [1] introduced a stationary phase based on rigid
macroporous organic polymer monoliths. Since that time,
they have become one of the extensively developing station-
ary phases for capillary liquid chromatography (CLC) and

[ Anna Kubickova
anna.kubickova@natur.cuni.cz

Department of Analytical Chemistry, Charles University,
Faculty of Science, Albertov 6, 128 43 Prague,
Czech Republic

capillary electrochromatography (CEC) due to their excel-
lent properties. The historical overview given by FrantiSek
Svec describes the gradual progress and developments of
monolithic materials achieved until 2017 [2].

The technology of monolithic columns overcomes some
difficulties associated with common packed capillary col-
umns that lie in large void volumes [3]. The lowest theo-
retical inter particular void volume of perfectly packed uni-
formly sized spherical beads was calculated to be about 27%
of the total volume and it becomes even worse in practice.
Conversely, monoliths can fill the column volume com-
pletely without inter particular voids. Meyers and Liapis [4]
described a complete theoretical treatment of mass transfer
within monolithic materials.

@ Springer
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The main advantage of monolithic columns is the sim-
plicity of their preparation. In addition, the functionality and
morphology of monoliths based on the organic polymer can
be easily tuned by a composition of a polymerization mix-
ture and polymerization conditions, in particular the way of
initiation, type, and amount of initiator, temperature, and
duration of polymerization [5]. Monoliths are polymerized
in situ within a tube such as a chromatographic column or
capillary. The polymerization mixture contains the follow-
ing: (1) a functional monomer that is responsible for the
resultant polarity of the monolithic separation medium,
(2) a monomer with two or more double bonds (crosslink-
ing agent), (3) initiator of the polymerization reaction, and
(4) porogenic solvent determining pore size distribution.
Different types of monoliths were introduced as stationary
phases for CLC. Monoliths based on polyacrylamide (highly
polar) [6, 7], polystyrene (strongly hydrophobic) [8, 9], poly-
methacrylate (medium polar) [10, 11], and polynorbornene
(non-polar) [12] were prepared as stationary phases. The
possibility of synthesis of monoliths with a broad range of
chemical properties and functionalities enables their appli-
cation to separate various analytes, e.g., peptides and pro-
teins [13]. nucleic acids [14], or low-molecular-weight com-
pounds [15].

Common polystyrene monolithic columns can be directly
used for reversed-phase chromatography due to the hydro-
phobicity of monomers. For CEC and ion-exchange chroma-
tography, a chemical modification of the monoliths surface
is necessary. Several ways of chemical modification are pos-
sible [16-18]. In the case of monolithic stationary phases,
there are two main approaches to achieve the presence of
charged groups on their surface. In the first case, the surface
of an already polymerized monolith without charged groups
is modified by a suitable compound containing the desired
group. The charge bearing group is bound to the monolith
surface by a covalent bonding (different post-polymerization
alterations such as grafting and coating) [16, 19]. The sec-
ond approach relies on the use of a basic monomer already
containing a charged group to polymerize the monolith [20,
217.

Polystyrene-based monoliths have been proven to be
excellent stationary phases because of their high chemi-
cal stability over a wide pH range. Such monoliths have
demonstrated unique efficiency and speed, particularly in
the separation of larger molecules such as peptides. pro-
teins, and nucleic acids [22, 23]. However, studies apply-
ing polystyrene-based monoliths to the separation of small
molecules have been limited [24]. In our previous work
[25], poly(styrene-co-divinylbenzene) monoliths were pre-
pared in the presence of a mixture of toluene and isooctane
with methacrylic acid (MAA), the proportion of styrene in
the polymerization mixture was increased by the amount
equal to that of MAA missing. No separation of the test

@ Springer

compounds was achieved using the columns polymerized
without MAA. All the test analytes eluted in a single broad
peak. The situation changed significantly after preparing
the monolith from a 1:2:1 mixture (v/v) of styrene, divi-
nylbenze, and MAA using the same porogenic mixture. The
columns prepared with additions of MAA provided base-
line separation of all the eight tested analytes. These results
clearly demonstrated the significant influence of MAA on
chromatographic performance.

In this work, we focused on the poly(styrene-co-divi-
nylbenzene-co-methacrylic acid) monoliths as stationary
phases to be used in CEC and CL.C. We studied the effect of
polymerization time on separation efficiency in CEC in com-
parison to that in CLC in a standard reversed-phase mode.
Moreover, we examined the effect of MAA on electrostatic
interactions with the analytes to verify the feasibility of this
stationary phase for ion-exchange CLC.

Results and discussion

Effect of polymerization time on separation
efficiency

Poly(styrene-co-divinylbenzene) monolithic columns were
prepared according to the procedures described by Xiong
et al. [18] and Jin et al. [17]. In the latter work [17], it was
demonstrated that the permeability of the columns and thus
separation speed could be enhanced by reducing the poly-
merization time of polystyrene-based monolithic columns,
in which MAA was used as a charge-bearing monomer. To
evaluate the dependence of the CEC separation efficiency
on the polymerization time, poly(styrene-co-divinylben-
zene-co-methacrylic acid) capillary columns (100 pm i.d.)
were prepared in this work using the identical polymeriza-
tion mixture composition but different polymerization time
ranging from 1 to 6 h. Figure 1 shows the comparison of the
electrochromatograms of the test mixture, containing small
molecules covering thiourea, benzene, and its homologues
(see Section “Composition of test mixtures” in “Experimen-
tal””), measured with two monolithic columns prepared by
polymerization for 3 or 6 h.

A decrease in polymerization time has a significant
impact on the separation efficiency and retention of ana-
lytes of the test mixture. This observation is in line with the
previous report [17] in which the authors concluded that
the shorter polymerization (1-2 h) yielded the highest sepa-
ration efficiency while the separation efficiency gradually
decreased at longer polymerization times (tested up to 24 h).
However, a shorter polymerization time than 3 h was found
not applicable in our work because the polymerization was
not completed under the selected conditions and the “sta-
tionary phase” was kept soft and was being released from
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Fig. 1 The CEC separation of the test mixture containing thiourea
(1), phenol (2), aniline (3). benzene (4), toluene (5), ethylbenzene
(6). propylbenzene (7). and butylbenzene (8) on the poly(styrene-co-
divinylbenzene-co-methacrylic acid) monolithic column prepared by
polymerization for 3 and 6 h. Effective column length 24 cm; 100 pm
i.d.; mobile phase 10 mmol dm™ phosphate buffer at pH 7.0 contain-
ing 63% (v/v) acetonitrile; applied voltage 15 kV; electrokinetic injec-
tion 5 kV for 5 s; detection at 214 nm; the data in CEC chromatogram
obtained for the column with polymerization time of 3 h are shifted
by 120 mAu upwards

the capillary. The polymerization time of 3 h was chosen
optimal in this study.

For comparison, the same polymerization mixture was
used for the preparation of capillary monolithic columns for
CLC, wherein the preparation process was the same and the
capillaries differed only in their internal diameter (100 pm
i.d. for CEC and 320 pm i.d. for CLC). Note: The maximum
capillary i.d. to be fitted in the CE instrument is 100 pm
1.d. For CLC measurement, a mixture of acetonitrile with

deionized water (65/35, v/v) was used as the mobile phase.
The results are summarized in Table 1.

It is evident that the separation efficiencies and analytes
retention are significantly dependent on polymerization time
but there are different trends for CEC and CLC modes. The
separation efficiency in CEC is increased for polymerization
time of 3 h in comparison to 6 h, with the exception of pro-
pylbenzene and butylbenzene. The retention times of indi-
vidual analytes are significantly longer at 6 h for all tested
analytes. For CLC, the retention times do not substantially
differ while the separation efficiency is more than doubled
for 6 h long polymerization compared to 3 h.

Reliability of column performance and monolith
preparation

High separation efficiency is one of the most important
parameters that make separation media attractive to its
users. However, repeatability and long-term stability are
undoubtedly essential requirements as well. Run-to-run and
batch-to-batch reproducibility were investigated in terms
of retention time of the test mixture containing thiourea,
aniline, phenol, benzene, toluene, ethylbenezene, propyl-
benzene, and butylbenzene. The run-to-run repeatability
of poly(styrene-divinylbenzene-methacrylic acid) monolith
preparation was investigated by repetitive separations of the
test mixture under constant chromatographic conditions. Ten
runs have been performed on the same column to evaluate
repeatability (as the relative standard deviation, RSD) of the
retention behaviour (described by retention time). The RSD
values for the retention time were found to be within the
range 0.7-1.5% for CEC and 0.3-0.7% for CLC, which con-
firmed that separation on the monolithic columns is highly
repeatable.

Table 1 The effect of

o Analyte Polymerization time

polymerization time on

separation characteristics of CEC CLC

poly(styrene-co-divinylbenzene-

co-methacrylic acid) monolithic 3h 6h 3h 6h

columns obtained with CEC Nm™ fe/min  Nfm™ fp/min  Nfm™ fp/min  N/m™' t/min

and CLC
Thiourea 101,224 372 46.841 4.87 12,318 3.37 28,020 3.03
Phenol 98,367 4.06 50,883 5.63 11,682 3.79 28,608 346
Aniline 99,592 4.19 52,629 6.47 12,126 443 27,587 4.07
Benzene 95,918 4.59 71,370 8.15 13,793 5.14 28,175 5.01
Toluene 77.551 5.08 63,125 941 12,711 5.79 29,886 6.06
Ethylbenzene 66,531 5.41 64,479 10.69 11,776 5.79 28,428 6.99
Propylbenzene 53,001 5.94 60,870 12.55 11,035 7.48 28,382 8.46
Butylbenzene 38,367 6.67 48,012 15.20 10,265 8.93 26,403 10.63

N number of theoretical plates per 1 m of column

f, retention time

@ Springer



762

A. Musilova et al.

The preparation of monolithic columns based on the
organic polymer is relatively simple compared to the fabrica-
tion of common packed columns. However, the pretreatment
of the capillary, preparation of the polymerization mixture,
and the polymerization process itself may make each column
original. Therefore, batch-to-batch reproducibility is also a
very important factor. The chromatographic performance
represented by the retention time of five poly(styrene-divi-
nylbenzene-methacrylic acid) columns randomly selected
from five independent batches were compared using the
same test mixture of analytes and identical chromatographic
conditions. The RSDs of retention time were lower than
2.3% for all tested analytes. These results clearly indicate
that the presented preparation process of monolithic col-
umns is highly reproducible.

Effect of electrostatic interaction in CLC

In this part, we studied whether the retention of selected
analytes in CLC is affected by electrostatic interactions with
MAA. A test mixture of aspartic acid, leucine, histidine,
and thiourea (see Section “Composition of test mixtures”
in “Experimental”) was separated on the column that was
prepared by addition of 50 mm?® of MAA into the polymeri-
zation mixture (see Section “Monolithic column prepara-
tion” in “Experimental™) with a polymerization time of 6 h.
This polymerization time was chosen with respect to better
separation characteristics obtained in CLC in the reversed-
phase mode (see Table 1). The test mixture was analyzed in
mobile phases at different pH values containing deionized
water at pH = 6.0 (Fig. 2), acetic acid at pH 3.8 (Fig. 3),
and 20 mmol dm= phosphate buffer at pH 7.0. Standards
of the mixture components were also analyzed separately in

< 1
£ 40
o 4
Q
=4
5 30 4 2
a 3

20 4

10 4

0

T T
0 5 10 15

retention time / min

Fig.2 CLC analysis of a mixture of aspartic acid (1), leucine (2), thi-
ourea (3), and histidine (4). Effective column length 15 cm; 320 pm
i.d.; deionized water as the mobile phase: mobile phase flow rate 4
mm® min~'; detection at 200 nm
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Fig.3 CLC analysis of a mixture of aspartic acid (1), leucine (2), thi-
ourea (3), and histidine (4). Effective column length 15 cm; 320 pm
i.d.; acetic acid at pH 3.8 as the mobile phase; mobile phase flow rate
4 mm® min™'; detection at 200 nm

all mobile phases to enable the identification of individual
peaks.

The mixture of aspartic acid, leucine, thiourea, and his-
tidine was sufficiently separated in this retention order only
when deionized water was used as the mobile phase (Fig. 2).
The mixture was probably separated by a reversed-phase
chromatography mechanism combined with weak electro-
static interactions between the protonated amino acid groups
and the dissociated carboxyl group of MAA. Histidine that
contains a basic group in the side chain had the longest
retention time and thus probably interacted more with MAA,
as confirmed by the large peak width and broadening of its
peak. However, the electrostatic interactions were not very
strong as all amino acids co-eluted when acetic acid (pH 3.8)
was used (Fig. 3). At pH 3.8, the amino acids were proto-
nated, which could cause stronger interactions with MAA.
However, MAA has a pK, of 4.65, and therefore at pH 3.8
it was not strongly dissociated. Thus, the charged amino
acids did not have a counter-ion on the stationary phase
to bind with, and co-eluted. When the phosphate buffer at
pH 7.0 was used as the mobile phase, the amino acids also
co-eluted. The chromatogram was nearly identical to Fig. 3
when all three amino acids except for histidine eluted in one
broad peak. The phosphate buffer contained sodium ions
that bound to the dissociated MAA, thus preventing elec-
trostatic interactions between the analytes and the stationary
phase. Based on these results, it is evident that electrostatic
interactions had a considerable influence during the separa-
tion of the mixture in water, especially for histidine. The
retention time of it decreased from 6.5 min to approximately
4.0 min when electrostatic interactions were blocked. The
peak broadening of histidine was also significantly reduced.






