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Introduction

Binary alloys of iron and aluminium are industrially interesting materials for
their exceptional resistance to corrosion and advantageous strength-to-weight ra-
tio. Moreover, at high temperatures these properties are preserved. Important
for understanding of the behavior of intermetallics such as Fe-Al materials is in-
vestigation of vacancy-like point defects because vacancy concentrations of Fe-Al
alloys are of several orders higher than in pure metals.

Positron annihilation spectroscopy is non-destructive method for studying de-
fects in solid state materials. Measuring of the positron lifetime enables to classify
defects type, volume size and concentration. Measuring of coincidence Doppler
broadening of annihilation peak carries information about chemical environment
of a positron trapped at the defect. The measurements are supported by quantum-
mechanics theoretical calculations which help us to interpret the measured data.
Mechanical properties were studied simultaneously by the measuring of Vickers
microhardness and compared with the positron annihilation spectroscopy results.
The correlation of defect concentration with mechanical properties was observed
in Fe-Al alloys with various composition and after various thermal treatments.
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Chapter 1

The methods of measurement

1.1 The measurement of positron lifetime

The measurement of positron lifetime in solid matter is a non-destructive
method applied for investigations of defects and free volumes. This method takes
advantage of the property of the positron source nucleus 22Na which decays ac-
cording to decay scheme it the Figure 1. After β+-decay it subsequently deexcites
by emission of a photon with the energy of 1274 keV - so-called start signal.

Figure 1: The decay scheme of the radiation source 22Na. The half-life of the
radioisotope 22Na is T1/2 =2.6 year, the half-life of the radioisotope 22Ne is
T1/2 = 3.7 s.

Positron implantated in the studied sample thermalizes, i.e. looses its kinetic
energy down to kBT = 39 meV at the room temperature T . The energy losses are
at high energies caused by ionization, subsequently at lower energies by excitation
of the inner-shell electrons, then by excitation of the conducting electrons and at
the last stage at epithermal energies by the phonon scattering. The mean kinetic
energy of positrons emitted by 22Na radioisotope is 270 keV. These positrons are
thermalized in metals typically within a few picoseconds and the mean positron
penetration depth falls in the range 10-100 µm [1]. Thermalized positron lives in
the thermal equilibrium for certain time until it annihilates with an electron and
mostly the two γ-rays are emitted with the energy close to 511 keV. The time
interval between detection of the start signal and detection of the annihilation
γ-ray equals to positron lifetime. Hence, measurement of time di�erence between
detection of the start signal and the annihilation γ-ray allows the determination
of the positron lifetime in the solid matter.

Positron in thermal equilibrium in a solid is scattered on phonons and in
the classical approach it makes an isotropic random movement. The positron
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di�usion coe�cient D+ in solids falls in the range from 0.1 to 2 cm2s−1 at the
room temperature. Mean positron di�usion length L+,B is the mean distance
from the place of the end of thermalization process to the place where it gets by
di�usion motion during its lifetime τB. The relationship of the above mentioned
quantities is

L+,B =
√
D+τB. (1.1)

In metals L+,B is 100-200 nm and positron explores the volume containing about
107 atoms [1].

Annihilation rate λB of delocalized positron in metals is proportional to the
overlap of the positron and electron density [1]

λB = πr2ec

∫
ρ+(r)ρ−(r)γ(r)d3r, (1.2)

where re = e2/(4πε0mc
2) is the classical Thompson radius of the electron, ρ+(r)

and ρ−(r) is the positron and electron density, respectively.
A delocalized positron attracts the electrons and causes an enhancement of

electron density at positron site. Electron-positron correlation, which is taken in
amount in equation (1.2) by the enhancement factor γ(r), caused by the Coulom-
bic attractive interaction increases positron annihilation rate λB. Therefore, it
decreases the bulk positron lifetime τB, which is the inverse of the annihilation
rate

τB =
1

λB
. (1.3)

In a perfect defect-free material the probability n(t) that a positron is alive
at the time t (measured from the moment of the implantation to the material) is
given by expression

n(t) = e−λBt. (1.4)

Hence, with a su�cient statistics of annihilation events measurement of positron
lifetime results in exponential dependence of the number of annihilations on time.
The positron lifetime τB = 1/λB is the mean value of this distribution. The real
positron lifetime spectrum S is the convolution of the ideal spectrum

Sid(t) = −dn(t)

dt
= λBe−λBt (1.5)

with the resolution function R of the spectrometer with added background B
caused by the random coincidences.

S(t) = Sid(t) ∗R(t) +B. (1.6)

In the metals the positron bulk lifetime falls in the interval from 100 to 300
ps. In this work positron lifetimes were measured by digital spectrometer with
the time resolution of 145 ps (FWHM of the resolution function R(t)) and the
coincidence count rate 100 / s with 1.5 MBq 22Na positron source [2, 3]. If a solid
contains defects associated with free volume then of the repulsive interaction
among positron and positive ions in the lattice is reduced in the defect site. As a
consequence localized positron state may be formed in defect with lower energy
eigenvalue than in the delocalized positron state. The energy di�erence of positron
trapped at defect and delocalized positron de�nes the binding energy EB of the
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positron to the defect EB. Since local electron density in open-volume defects
is lowered the overlap of positron wavefunctions with electrons is smaller. The
lifetime of the positrons trapped in open volume defect, e.g. vacancy, is therefore
longer than the lifetime of delocalized positrons. The lifetime of trapped positrons
increases with increasing open space in defect, e.g. lifetime of positrons trapped
at vacancy cluster is longer than lifetime of positrons trapped in monovacancy.

Simple trapping model (STM) is used for the qualitative description of positron
trapping at one type of defects [1]. Thermalized positron can annihilate only from
free or trapped state. The probability that a positron is in the time t alive and
in the free state is denoted nB(t) and the probability that positron is at time t
alive and trapped at defect is nD(t). Trapped positron annihilates with the an-
nihilation rate λD which re�ects local electron density in defect and therefore it
is a characteristic quantity for certain type of defect. In metals with the high
concentration of vacancies positron trapping is transition limited process. The
time necessary to the di�usion of the positron to the defects is negligible and the
trapping rate is limited by the cross section of the quantum-mechanical transition
from the delocalized state to the bounded state in the defect. The probability of
capture of a free positron in defect is given by the trapping rate of defect KD.

STM can be used for description of the kinetics of positron trapping when the
following assumptions are ful�lled
1. only the thermalized positron can be trapped,
2. detrapping to the delocalized state is negligible,
3. spatial distribution of defects in the sample is uniform.

We obtain following form of the kinetic equations:

dnB(t)

dt
= −(λB +KD)nB(t) (1.7)

dnD(t)

dt
= −λDnD(t) +KDnB(t). (1.8)

(1.9)

Solving this system of equations (1.7) and (1.8) with the initial conditions nB(0) =
1 and nD(0) = 0 we obtain

nB(t) = e−(λB+KD)t (1.10)

nD(t) =
KD

λB − λD +KD

(e−λDt − e−(λB+KD)t). (1.11)

(1.12)

The ideal positron lifetime spectrum is two-component

Sid(t) = −d(nB + nD)

dt
= λ1I1e

−λ1t + λ2I2e
−λ2t. (1.13)

For lifetimes annihilation rates and relative intensities of the components one can
derive from equations (1.10) - (1.13)
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τ1 = 1
λ1

= 1
λB+KD

, I1 = 1− I2 (1.14)

τ2 = 1
λ2

= 1
λD
, I2 =

KD

λ1 − λD
. (1.15)

The shorter component with the lifetime τ1 comes from annihilations of free
positrons while the longer component with the lifetime τ2 represents the contri-
bution of positrons trapped at defects.

The trapping rate to defects is proportional to the defect concentration cD

KD = νDcD, (1.16)

where νD is the speci�c positron trapping rate of to the defect. From the relations
(1.14) - (1.15) the positron trapping rate can be derived as

KD =
I2
I1

(
1

τB
− 1

τ2

)
. (1.17)

In the case of more than the one type of defects in the sample additional com-
ponents appears in positron lifetime spectrum. Each defect component exhibits
di�erent lifetime characteristic for each type of defect. Therefore, the real mea-
sured spectrum is a superposition of certain contributions with various lifetimes
and intensities. It inevitably contains also a contribution of positrons annihilated
in the source spot and in the covering foil. The annihilations coming from the
sample arise from the di�erent types of defects or from free positrons. With the
increasing concentration of defects in the sample the intensity and also lifetime
of the short-lived free positron component decreases. In practice it is impossible
to resolve the free positron component in the positron lifetime spectrum when
its intensity falls below ∼5%. This is called saturated positron trapping. For the
vacancies in the Fe-Al alloys the maximum concentration which causes the satu-
rated trapping of the positrons in defects is

cV max,LT ≈ 2× 10−4at.−1. (1.18)

Within STM the quantity τf calculated from the relation

τf =

(
I1
τ1

+
I2
τ2

)−1
(1.19)

equals the lifetime of positrons in defect-free material τB. Hence, equation (1.19)
can be used to check if STM assumptions are ful�lled.

The positron trapping rate at a defect determines the fraction of trapped
positron annihilations FD as

FD =
KD

λB +KD

. (1.20)
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1.2 Coincidence Doppler Broadening - CDB

The coincidence measurement of the Doppler broadening of the annihilation peak
(CDB) is convenient method for investigations of chemical environment of defects.
Every chemical element has a unique shape of the CDB spectrum. Since ther-
malized positron has negligible momentum compared to electrons, the momen-
tum of annihilating electron-positron pair is given by the momentum of electron.
Hence, by measuring the Doppler shift in energy of the annihilation γ-rays we
obtain knowledge about momentum distribution of electrons which annihilated
positrons. In the center-of-mass frame the total momentum of the annihilating
pair electron-positron is zero. The law of conservation of momentum requires
for both annihilation photons to be strictly anticolinear with the energy which
equals the rest mass of positron 511 keV. In the laboratory frame the annihilation
photons deviate from the anticolinearity because of a nonzero momentum of the
annihilation pair as illustrated in Figure 2. The longitudal and the transversal

Figure 2: Vector diagram of the momentum conservation law in the annihilation
process.

component of the momentum p are denoted as pL and pT , respectively. The mo-
tion of the annihliation pair in the laboratory frame causes a Doppler shift in
the energy of the annihilation photons measured in the laboratory frame. The
shift in frequencies is expressed as ∆ν/ν ≈ vL/c, therefore, the longitudal veloc-
ity is vL = pL/2m. The relative Doppler shift in the energy is ∆E/E = ∆ν/ν,
therefore,

∆E =
vL
c
E = c

pL
2
. (1.21)

Hence, the Doppler shift in the energy depends on the longitudal component of
the electron momentum.

Measurement of energy of both annihilation photons in coincidence suppresses
the accidental events from the background by the recording only events of the
simultaneous detection of both annihilation γ-rays. The di�erence in energies of
the two annihilation photons is

E1 − E2 = 2∆E = cpL, (1.22)

i.e. it is directly proportional to the component of electron momentum to the
direction of emitted annihilation photon. The sum of the energies provides us the
information about the resolution function of the apparature. The CDB spectrom-
eter is equipped with two semiconductor High purity Ge detectors. The overall
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energy resolution of CDB spectrometer is 1.0 keV (FWHM) at the energy of 511
keV. With 1.5 MBq positron source 22Na approximately 500 coincidences per
second are recorded. At least 100 millions of positron annihilation events were
accumulated in each CDB spectrum.
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1.3 Slow positron implantation spectroscopy SPIS

Slow Positron Implantation Spectroscopy (SPIS) is a method investigating a sam-
ple by the beam of slow monoenergetic positrons. Positrons are magnetically
guided from the positron source to the accelerator which enables to accelerate
positrons up to the energies from 30 eV to 36 keV. The positron thermalization
process is in�uenced by the initial positron energy and therefore it is possible
to investigate di�erent depths of the sample. The Germanium detector with the
average resolution 1.09 keV (FWHM at the energy 511 keV) is used to measure th
Doppler broadening of the annihilation peak in the spectrum. The S-parameter
determined from the spectrum is de�ned as the ratio of the area under the cer-
tain energy interval around the center of the peak. The initial positron energy
is changed and the changes in the S-parameter are observed during experiment.
Contributions to the small Doppler shifts are caused by the positrons localized in
the defects, e.g. vacancies, because they annihilate mostly with free electrons with
the lowest momentum. Therefore, the S-parameter increases with the increasing
concentration of defects. The trapping rate of a vacancy KV is the probability of
the capture of a free positron in the vacancy and is determined by

KV =
1

τB

(
L2
+,B

L2
+

− 1

)
, (1.23)

where L+,B is positron di�usion length in defect-free material from the rela-
tion (1.1), L+ is the positron di�usion length in the studied sample. Positron
di�usion length can be obtained because of the di�erent properties of the the
material in the volume and on its surface. After thermalization positron moves in
a sample by random motion. If positrons thermalize in the depth smaller than the
positron di�usion length some of the positrons di�use to the surface and annihi-
lates there. The high-energy positrons which penetrates to the sample deeper than
the positron di�usion length L+ have the same bulk annihilation S-parameter
because the di�usion to the surface is impossible for these positrons due to the
trapping on defects. The low-energy positrons S-parameter is di�erent because
some positrons annihilate on the surface. By �tting the increase of S-parameter
one can obtain the positron di�usion length L+ in the sample. Di�usion coe�-
cientD+ in defect-free Fe3Al is the weight average of iron and aluminium di�usion
coe�cients [4]

D+ ≈
3

4
D+,F e +

1

4
D+,Al = 3cm2s−1 (1.24)

Trapping rate of the vacancy KV is directly proportional to the concentration of
vacancies cV calculated from the equation

cV =
KV

νV
(1.25)

where is the speci�c positron trapping rate νV = 4 × 1014at.s−1 for the vacancy
in Fe3Al [5].
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1.4 X-Ray Di�raction

Some of the samples were studied by the X-ray di�raction. It is valuable precise
method for determination of the crystallographic structure of the sample [6].
Polycrystalline samples are studied by the means of the powder di�raction, which
gives us the accurate values of inter-planar spacing in the crystalline lattice. The
condition for di�raction of X-rays on planes with Miller indexes (hkl) is expressed
by Bragg law

2dhklsin(θhkl) = λ (1.26)

where λ is the wavelength of X-rays, dhkl is the inter-planar spacing of (hkl)
planes and θhkl is the scattering angle, i.e. angle between the incidence beam and
the normal to the sample surface. In the case of the monocrystalline sample it
is possible to ful�ll the Bragg condition by appropriate orientation of the crystal
with respect to the incidence beam. For polycrystalline samples or powder samples
with random orientation of individual crystalites some grains are likely oriented so
that the (hkl) planes are in the di�raction position. This probability is increased
by the number of the grains in the coherently irradiated volume. The X-rays
di�racted by the (hkl) planes are scattered in the direction having the angle
2θhkl with respect to the incident beam. If we rotate certain grain around the
axis identical with the incidence beam direction the (hkl) planes remain in the
di�raction condition and di�racted beam moves on the surface of a cone with
the angle 4θhkl and the axis in the direction of the incidence beam. Di�racted X-
rays from all grains having (hkl) planes in the di�raction condition are scattered
along this cone surface. If we take into account all planes with the inter-plannar
distance which ful�lls the Bragg law condition for given X-rays wavelength we
obtain as the �nal di�raction e�ect a system of cone surfaces with axis identical
with the direction of the incident beam and with cone angles 4θhkl given by the
interplannar distances. It is obvious that by the measuring of the di�raction angles
one can measure the inter-plannar distances.

Using measured di�ractogram one can determine the lattice parameters and
geometry of the crystal lattice from positions of di�raction peaks. From integral
intensities of the di�raction peaks one can determine the real structure of the
sample, the texture, the size of the crystallites and the deformation stored in the
sample. Positions and intensities of di�raction peaks can be extracted from the
continuously recorded di�raction spectra. Presently the three groups of method
exist on the dealing with the powder di�ractograms: the direct analysis of the
isolated di�raction lines, the approximation of the di�raction pro�les by the ap-
propriete analytical functions and approximation of the whole spectrum by the
sum of the analytical functions calculated for the analyzed structure and taking
into account the instrumental resolution function.

In this work di�raction peaks were �tted by by the Pearson VII function [7]
including the background under the peak. The position of peak maximum was
determined from �tting. Broadening of di�raction peaks is characterized by the
integral breadth β, which is de�ned as the ratio of the peak area to the peak max-
imum. There are two options how to calculate the integral breadth: (i) calculate
area under the experimental di�raction peak with subtracted background or (ii)
to integrate the model function. Integral breadths determined using these two
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approaches will be denoted as βexp and βmod respectively. Although in ideal case
these breadths should equal to each other, the asymmetry of the peaks causes
certain deviation of these values.

X-ray di�raction pattern re�ects the crystal structure, more speci�cally the
unit cell of the measured crystal. Every chemical element interacts uniquely with
X-rays. The function describing intensity of X-rays scattered from one atom is
called atom form factor. The atom form factor fat is the Fourier transformation
of the electron density at the atom

fat(~q) =

∫
V

ρ(~r)exp(i~q · ~r)d~r (1.27)

where ~q is di�raction vector, ρ(~r) is the electron density at the atom. When
considering n-th atom in the m-th unit cell one can describe the whole crystal
volume by the position vector

~Rn
m = m1~a+m2

~b+m3~c+ ~rn (1.28)

where ~rn denotes the position only in the unit cell and the rest denotes the position
of the unit cell in the volume of the crystal. The structure factor F (~q) describes
the scattering on the unit cell containing N atoms indexed by n.

F (~q) =
N∑
n=1

fnexp(i~q · ~rn). (1.29)

Here fn is the form factor of n-th atom in the unit cell. If ~q ful�lls the di�raction
condition ~q = ~Ghkl, where ~Ghkl = ha∗+kb∗+lc∗ is a vector in the reciprocal lattice
and a∗, b∗, c∗ are reciprocal lattice base vectors [6], then the structure factor is

Fhkl =
N∑
n=1

fnexp[2πi(hxn + kyn + lzn)] (1.30)

The structure factor may cause extinction of di�raction peaks when Fhkl = 0
because the intensity of the di�racted radiation depends on the structure factor
I ∝ |Fhkl|2.

The indexation of the peaks in powder di�ractogram means association of
the di�raction indices with the corresponding di�raction lines. It is important
to realize that in the powder di�raction chosen di�raction indices correspond to
the whole set of equivalent planes. The occurence of the extinction of di�raction
peaks is related to the symmetry of the crystal and the elementary cell.

In cubic structures all possible di�ractions are present only in the crystals with
the simple cubic elementary cell. Some di�ractions extinct in the body centered
and face centered cubic cells. The following equation is useful for indexation of
the di�raction record of cubic crystal

1

d2hkl
=
h2 + k2 + l2

a2
. (1.31)

Here a is the lattice parameter and h, k, l are the di�raction indices. One can
calculate the values Qi:
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Qi =
1/d2hi,ki,li
1/d2h1,k1,l1

=
h2i + k2i + l2i
h21 + k21 + l21

, (1.32)

where indices 1 and i denotes the �rst and i-th di�raction, respectively. The ratios
Qi do not depend on the size of the lattice parameter but only on the values of the
allowed h, k, l for each structure type [8]. By comparison of Qi values obtained in
experiment with literature one can �nd out the structure type. Extinction rules
for given structure are used for indexation of di�raction lines and the sequence
of the di�raction indices characterized by increasing sum h2 + k2 + l2 is created.
Approximate values of the lattice parameter are obtained from equation (1.31).

Our intention when measuring powder di�raction is to obtain the lattice pa-
rameter as precise as possible. For determination of the lattice parameter a it is
e�cient to use as many di�ractions as possible including peaks at hugest di�rac-
tion angles. For cubic materials one can obtain ahkl from the inter-planar distances
d2hkl by the relation (1.31). However the accuracy of ahkl values determined from
positions of various di�raction peaks is unequal because of systematic errors. For
the conventional bulk di�raction in Bragg-Brentano symmetric geometry the ex-
trapolation function of cos θ cot θ is used. The extrapolation corrects the error
from the excentric position of the sample in the center of the goniometer circle.
Accurate lattice parameter ae can be obtained from the linear regression of the
Cohen-Wagner plot

ahkl = ae + s cos θ cot θ (1.33)

where s is a constant which includes instrumental factors.
Shape of a di�raction pro�le is in�uenced by two di�erent types of broad-

ening. The instrumental broadening is caused by the resolution function of the
apparatus. This can be experimentally found out by the measuring standards, i.e.
high quality crystals which exhibit high narrow di�raction peaks resembling to
the δ-function (e.g. high quality Si or LaB6). In addition to instrumental broad-
ening there are also physical factors causing broadening of di�raction pro�les.
The deconvolution of the measured pro�le using experimental resolution function
determined by measurement of standards gives the physical broadening of the
di�raction peak. Width of di�raction pro�le is in�uenced by the mean size of
crystallites and by presence of microstrains introduced e.g. by dislocations.
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1.5 Vickers Microhardness

The �rst step in measuring of Vickers microhardness constists of pressing the
diamond intender of certain geometry with precise load to the sample surface. The
second step is the measuring of the size of the mark left on the sample with surface
polished to the optical mirror. The microhardness was measured by STRUERS
Duramin-2 micro-tester. The load of 100 gram was applied for 10 seconds. The
tip of the intender is of de�ned pyramidal shape with the angle 136◦. The square-
like mark on the surface is measured by the optical microscope equipped with
measuring line scale in the objective. The diagonal size of the square is measured
and the Vickers microhardness HV0.1 is calculated from the equation

HV =
F

A
=

2F sin(136◦/2)

d2
(1.34)

where F is the force applied by the load, A is the size of the intendation and d is
the size of the diagonals.
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Chapter 2

Theoretical calculations

2.1 Two-component density functional theory

Quantum-mechanical calculations of positron parameters were performed in this
diploma thesis. The �rst principle calculations can be made in principle by the two
approaches: Hartree-Fock method (HF) and Density functional theory (DFT). HF
calculations are with the increasing number of atoms enormally demanding on
the computation time and the computers performance. The DFT calculation are
much more a�ordable and were successfully employed even in complicated sys-
tems. In DFT theory the functional of the energy dependent only on the electron
density is constructed. In the two-component model the functional depends on
the positron density, too. The minimum of the functional is found iteratively by a
self-consistent variational method. The program on the solution of the following
equations was written in the FORTRAN programming language. It enables to
calculate the annihilation characteristics of the positron in the material, which
allows the comparing with the physical measurements. By this means it is pos-
sible to �nd out what is happening in the material when varying the conditions
and how changes observed in experiment are related to the concentration and
type of the defects, the size, geometry and the chemical environment of defects.
Theoretical calculations are essential for proper interpretation of experimental
results obtained by positron annihilation spectroscopy.

2.2 Kohm-Sham equations

The Kohm-Sham equations are principal equations of DFT. The total energy
of the quantum-mechanical system of interacting electron and positron E is ex-
pressed as a functional of the electron and the positron densities n+(r), n−(r).

E[n+, n−] = T0[n+] + T0[n−] +

∫
Vext(r)(n−(r)− n+(r))d3(r)

−
∫ ∫

n+(r)n−(r)

|(r)− (r′)|
d3(r′)d3(r)

+
1

2

∫ ∫
n+(r)n+(r′)

|(r)− (r′)|
d3(r′)d3(r) +

1

2

∫ ∫
n−(r)n−(r′)

|(r)− (r′)|
d3(r′)d3(r)

+ Ee−p
c [n+, n−] + Exc[n+] + Exc[n−] (2.1)
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First three terms express the kinetic energy of the non-interacting positron
and electron gas and the external potential. The double integral terms accounts
for the Coulombic interaction of these particle densities of each other and by
itself. The term Ee−p

c represents the positron-electron correlation energy and the
terms Exc describe the exchange correlation energy.

For the seeking of the minimum of the functional (2.1) variation principle is
used. By the variation of the functional we get the Kohm-Sham equations for the
system.

δE[n+, n−]

δn−
=
δT0[n−]

δn−
+ Vext(r) +

∫
n+(r′)− n−(r′)

|(r)− (r′)|
d3(r′)

+
δEe−p

c [n+, n−]

δn−
+
δExc[n−]

δn−
= µ−. (2.2)

δE[n+, n−]

δn+

=
δT0[n+]

δn+

− Vext(r) +

∫
n+(r′)− n−(r′)

|(r)− (r′)|
d3(r′)

+
δEe−p

c [n+, n−]

δn+

+
δExc[n+]

δn+

= µ+. (2.3)

The chemical potentials µ−, µ+ on the right hand side of the equations (2.2) - (2.3)
have the function of the Lagrange multiplicators which guarantee the constant
number of particles.

For the non-interacting electrons and positrons in the potential Veff (r) these
equations take form

δE[n+, n−]

δn−
=
δT0[n−]

δn−
+ Veff (r) = µ−, (2.4)

δE[n+, n−]

δn+

=
δT0[n+]

δn+

− Veff (r) = µ+. (2.5)

The comparison of the equations for the non-interacting particles (2.4)-(2.5)
with equations (2.2)-(2.3) one can rewrite Veff (r) in the equations (2.4)-(2.5) and
self-consistently solve the one-particle Schrödinger equations

−1

2
∆ψ−i (r) + {Vext(r) +

∫
n−(r′)− n+(r′)

|(r)− (r′)|
d3(r′)

+
δEe−p

c [n+, n−]

δn−
+
δExc[n−]

δn−
}ψ−i (r) = εiψ

−
i (r) (2.6)

−1

2
∆ψ+

i (r)− {Vext(r) +

∫
n−(r′)− n+(r′)

|(r)− (r′)|
d3(r′)

− δEe−p
c [n+, n−]

δn+

− δExc[n−]

δn+

}ψ+
i (r) = εiψ

+
i (r) (2.7)

where positron and electron densities are

n−(r) =
∑

εi(<εF )

∣∣ψ−i (r)
∣∣2 , n+(r) =

N+∑
i

∣∣ψ+
i (r)

∣∣2 (2.8)
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where ψ+
i (r) and ψ−i (r) are the wavefunctions of the positron and electron which

solve the Kohn-Sham equations, εF is the Fermi energy of electrons and N+

is the number of positrons in the solid. For the computing performance these
equations are too demanding so the physical approximations are made to make
the calculations tractable in reasonable time.

2.3 Approximations in the calculations

When using the conventional laboratory source of the activity roughly 1 MBq
on average only one positron enters the material in one microsecond. The ob-
served lifetimes of the positron in the solid matter do not exceed a few ns. The
probability that more than one positron is in the sample at the same time is
therefore negligible. Hence, one can use the limit of low positron density with the
self-interacting correction (SIC); the positron exchange-correlation term and the
Hartree positron Coulombic term cancel in (2.7)

δExc[n+]

δn+

+

∫
n+(r′)

|(r)− (r′)|
d3(r′) = 0. (2.9)

The potential for the positron then contains only the following terms

Veff (r) = −Vext(r) +
δEe−p

c [n+, n−]

δn+

−
∫

n−(r′)

|(r)− (r′)|
d3(r′). (2.10)

The term Vext(r) is the external potential, the second term is the positron-
electron correlation potential and the third term is the Coulombic potential
caused by the electrons. The potential Veff is used in one-particle Schrödinger
equation (2.6) for calculation of positron wave-function and energy eigenvalues.
To solve equations (2.6)-(2.7) it is necessary to estimate the exchange-correlation
term. This is performed within the local density approximation (LDA), i.e. as-
suming that electron-positron correlation depends only on the electron density
at the positron site. In the ATSUP code LDA approach is implemented using
the parametrization of the exchage-correlation potential and the enhancement
factor γ(r) in equation (1.2) proposed by Boro«ski and Nieminen [9]. The LDA
approach was proved to give accurate positron lifetimes especially in metals when
superimposed electron density is used in equations (2.6)-(2.7) [10]. For this reason
the LDA scheme was used also in this work.

Hence, in ATSUP code the electron density and Coulomb potential are con-
structed by superposition of atomic densities and potentials

n(r) =
∑
i

nat(|r−Ri|), VC(r) =
∑
i

Vat(|r−Ri|). (2.11)

where Ri runs over the occupied atomic sites, nat and Vat are the atomic electron
density and Coulomb potential, respectively.

The values of the potential and the densities of the particles are not possible
to determine in the in�nite number of the lattice points. Therefore, a discrete 3D
mesh is used in the calculations and the Schrödinger equation for the positron is
solved in every point of this mesh. The results are the eigenvalues of the positron
energy ε+i and the wavefunctions ψ+

i (r). Through di�erence between the ground
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state energy of delocalized positron and positron trapped at defect one can �nd
out the binding energy of the positron to the defect and the positron ground
state wavefunction ψ+(r) clari�es the characteristics of the annihilation, e.g. the
fraction of the annihilations with the electrons of di�erent types of atoms. The
position annihilation rate is determined by equations (1.2) with the calculated
electron and positron densities.

2.4 Calculations by ATSUP code

In the ATSUP code the the Schrödinger equation of the positron is solved nu-
merically in a 3D grid in real space. The seek for the positron wavefunction is
realized by the minimalization of the functional itteratively by the conjuged gra-
dient method [11]. The important input and output data will be discussed in this
section. The INPUT �le is shown in the Appendix A for better imagination of
the calculations setup.

Iron and aluminum atoms were positioned into their sites in the supercell
containing 1024 atoms. The supercell was periodically repeated in calculations.
The atom coordinates are inserted as a parameter into the POSITION �eld in
the INPUT �le.

The boundary condition is set in the input �le of the program. The setting
111 means that the value of the wavefunction is periodically repeated on the
borders of the supercell. This setting must be used in the calculations for the
non-defected material. For the vanishing boundary condition the value of the
parameter BOUNDARY is set to 000, which means that positron wavefunction
is zero at the borders of the supercell. This setting is used in the calculations of
the annihilation of the positron trapped at defects.

18



Chapter 3

Results of the measurements

3.1 Samples of Fe-Al alloys

The Fe-Al alloys of various composition were studied in this work. Samples were
prepared from 99.99% iron and 99.99% aluminium by induction and arc melt-
ing (Edmund Buehler furnace) in Ar gas protective atmosphere gathered by Ti.
All the samples were repeatedly melted at least four times to guarantee mixing
of the atoms and prevent the clustering of pure elements. The obtained ingots
were cut to desired pro�les by the rotation saw. The composition of samples in
this work is noted as atomic fractions. All samples were annealed at 1000 ◦C for
one hour in the silicone glass ampoule evacuated to vacuum of 10−3 mbar and
subsequently quenched by immersing the ampoule into water of room temper-
ature. After characterization of as-quenched state some samples were subjected
to isochronnal annealing performed in steps 40 ◦C / 40 min. The samples were
annealed on air wrapped in a steel foil. Temperature in the furnace was stabilized
within ± 1 ◦C. Each annealing step was �nished by quenching into silicon oil of
room temperature.

The equilibrium phase diagram of the Fe-Al alloys was �rstly proposed by
Kubaschewski [12] and subsequently extended to present form in the Figure 3.

Figure 3: Equilibrium phase diagram of Fe-Al binary system [12].
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The structure of the iron-aluminium alloys in the interval 0 - 50 at. % Al
can be described by a body centered cubic (BCC) lattice which constists of two
simple cubic (SC) sublattices. The A-sublattice is displaced with respect to the
B-sublattice by the vector [a/2, a/2, a/2] where a is the lattice parameter of the
BCC lattice. Three phases may form in the studied samples. The A2 phase is
derived from the α−iron and represents disordered solid solution of Al in Fe,
where both sublattices are randomly occupied by the Fe and Al atoms. The B2
structure consisting of the A-sublattice occupied exclusively by Fe atoms and the
B-sublattice occupied by Al atoms is the equilibrium phase for the stoichiometric
Fe50Al50 composition. In case of non-stochiometric composition the B2 phase is
obtained by random occupation of the B-sublattice by both Al and Fe atoms.
Alloys with compositions near the Fe75Al25 may form stable ordered phase D03
which is characterized by the Fe atoms in the A-sublattice while the B-sublattice
consists of alternating Fe and Al atoms.
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3.2 X-ray di�raction measurement

X-ray di�raction (XRD) measurements were performed on the di�ractometer
X�Pert-MRD (Panalytical) in the symmetric Bragg-Brentano geometry. Fe-Al
alloys exhibit relatively large millimeter size grains. Therefore, orientation of
crystallographic planes is not random like in powder samples because only very
limited number of grains contribute to the di�raction pattern. For these reasons
for samples Fe75Al25 and Fe60.46Al39.54 the classical θ− 2θ scan was supported by
the rotation around the axis normal to the surface, so-called ω scan.

Fe-Al alloys with composition were Fe75Al25 (i.e. stoichiometric Fe3Al compo-
sition), Fe60.46Al39.54 and Fe55.38Al44.62 were investigated by XRD. Firstly, samples
were quenched from 1000 ◦C. Secondly, samples were subjected to the same ther-
mal treatment as quenched samples, but moreover after quenching were isochronally
annealed in steps 40◦C/40 min from 200 up to 520◦C, except for Fe55.38Al44.62
which was annealed up to 600 ◦C.

The measured di�raction patterns from XRD measurements are plotted in
Figures 4-8. Samples Fe75Al25 and Fe60.46Al39.54 were measured using Cu anode
with wavelength λCu−Kα1 = 1.54056Å, while Fe55.38Al44.62 using Co anode with
wavelength λCu−Kα1 = 1.79026Å, therefore scattering angles in the Figure 8 dif-
fers from the others. The di�raction lines calculated by the Carine Crystallogra-
phy code for perfect A2, D03 and B2 structures of appropriate composition are
shown in the �gures as well. The intensity of calculated peaks is also illustrated
by the height of di�raction pattern. The relative heights of the calculated peaks
do not correspond to the modeled intensities because of the texture in the sample
which also in�uences the intensity of di�raction peaks.

The small peaks denoted by the symbol Cu-Kβ are caused by the Kβ line
present in the Cu anode spectrum which is not entirely suppressed by the beta-
�lter foil. The peaks denoted W-Kα represent re�ections of Kα1 and Kα2 X-ray
created by electrons which hit the tungsten holder of Cu anode.

The A2 structure is formed by the random occupancies of atoms on the A
and B-sublattices. It means its structure factor is composed from the average of
the iron and aluminium atomic form factors. The A2 phase has BCC structure
characterized by extinction of the the re�ections which ful�ll the condition h +
k+ l = 2n+1; only the cubic re�ections with the even sum are visible in the data.
The random distribution causes that the atom form factor is the mean value of
the Fe and Al atom form factors. The rules for the structure factor F are

F =

{
< f(Fe) + f(Al) > if h+ k + l = 2n

0 if h+ k + l = 2n+ 1.

In the B2 structure the A-sublattice is occupied exclusively by Fe atoms, while
sites in the B-sublattice may be randomly occupied by Al or Fe atoms depending
on the composition. For example in stoichiometric Fe75Al25 composition site on
the B-sublattice are occupied with Fe and Al atoms with equal probability. On
the other hand, in stoichiometric Fe50Al50 alloy the B sites are occupied only by
Al atoms. For the ordered B2 structure corresponding to Fe50Al50 stoichiometry
more re�ections are observed, these are called super-lattice re�ections and are
caused by the long range order (LRO). In case of ideal B2 all the di�ractions are
visible because the structure factor (1.30) depends on the h, k, l like
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Figure 4: The recorded powder di�raction pattern of the samples Fe75Al25, low
di�raction angles, Cu anode.

Figure 5: The recorded powder di�raction pattern of the samples Fe75Al25, high
di�raction angles, Cu anode.
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Figure 6: The recorded powder di�raction pattern of the samples Fe60.46Al39.54,
low di�raction angles, Cu anode.

Figure 7: The recorded powder di�raction pattern of the samples Fe60.46Al39.54,
high di�raction angles, Cu anode.

23



Figure 8: The recorded powder di�raction pattern of the samples Fe55.38Al44.62,
Co anode.

F =

{
f(Fe) + f(Al) if h+ k + l = 2n

f(Fe)− f(Al) if h+ k + l = 2n+ 1

For B2 structure with short range order (SRO), i.e. with B-sublattice sites
�lled randomly by Fe and A atoms the intensity of super-lattice re�ections is
lower.

The D03 structure consists of the ordered alternating Al and Fe atoms on
the B-sublattice and Fe atoms on the A-sublattice. It means D03 unit cell is
twice that of the BCC B2 cell and the Miller indices corresponding to the same
planes are twice those for the B2 phase. This unit cell can be decomposed to the
four interpenetrating face centered cubic (FCC) sublattices. New super-lattice
re�ections can appear in di�raction pattern of D03 structure. Di�raction pattern
of D03 phase contains a complete set of re�ections of the A2 phase, but in addition
to that it contains also (111) and (200) super-re�ections caused by long range
ordering in the D03 phase. Since only the D03 structure yields a low-angle (111)-
super-lattice re�ection, the long-range ordered structures B2 and D03 can be
distinguished from each other.

In ordered alloys there is a possibility to form regions with the same structure
and symmetry but with a displacement of the unit cells. These regions are called
antiphase domains and boundaries between them are called antiphase boundaries
(APB). APB is the two dimensional defect with the energy corresponding to the
stacking fault. In the Fe-Al alloys with B2 structure only APBs with displacement
vector a0/4 < 111 > may be formed. Here a0 is the lattice parameter of the
B2 cell shown in Figure 9 taken from [13]. The Fe-Al alloys close to Fe75Al25
with D03 structure has two possible APBs with displacement a′0/4 < 111 > and
a′0/2 < 100 >. Here a′0 is the lattice parameter of the D03 unit cell shown in
Figure 9.
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Figure 9: Atomic arrangements and possible superlattice displacement vectors
for the ordered FeAl B2 structure and Fe3Al D03 [13]. White circles represent Fe
atoms and black circles Al atoms.

Table I shows lattice parameters obtained from the linear regression of the
Cohen-Wagner plot in Figure 10 using the relation (1.33). The second column
shows the lattice parameter aexp of the BCC A2/B2 cell, while the third column
shows the lattice parameter a′exp of the D03 cell. Since a

′
exp = 2aexp Table I shows

also 2aexp for the A2 and B2 phase and a′exp/2 for the D03 phase for the sake
of comparison. The error of the lattice parameters in Table I is the error of the
parameter of the linear regression of the Cohen-Wagner plot.

Table I: The lattice parameters of the Fe-Al alloys measured by XRD. Lattice
parameter aexp is for B2 lattice and a′exp for D03 superlattice obtained from linear
regression of Cohen-Wagner plot in Figure 10.

Sample Treatment aexp[Å] a′exp[Å] Structure
Fe75Al25 Quench 1000◦C 2.918(11) 5.836(22) A2
Fe75Al25 Anneal. 520◦C 2.900(2) 5.799(5) D03

Fe60.46Al39.54 Quench 1000◦C 2.899(3) 5.799(7) B2
Fe60.46Al39.54 Anneal. 520◦C 2.897(1) 5.794(2) B2
Fe55.38Al44.62 Quench 1000◦C 2.904(1) 5.808(3) B2
Fe55.38Al44.62 Anneal. 600◦C 2.896(3) 5.791(5) B2

Figure 4 shows that the (100) re�ection is not present in the XRD di�raction
pattern of quenched Fe75Al25 although the re�ection (200) is visible. According to
shown calculated re�ections this is possible only in the case of A2 structure, which
prove that the as-quenched Fe75Al25 sample exhibits A2 phase. Hence, the peak
broadening in this sample is caused by atomic disorder in the A2 phase. Subse-
quent ordering into LRO D03 structure in the annealed sample leads to narrowing
of di�raction pro�les. Closer look at the peaks in 4 - 7 revealed the broadening
of di�raction peaks in quenched alloys which disappeared in samples annealed up
to 520 ◦C. Note that no mechanical treatment was applied on samples, therefore,
one can exclude broadening caused by dislocation-induced microstrains, which is
in addition symmetrical. But one can see in Figures 6,7 that peak broadening
in quenched Fe60.46Al39.54 sample is asymmetrical and XRD pro�les have a long
tail on the left side, i.e. at lower di�raction angles corresponding to larger inter-
plannar distances. This asymmetry can be clearly seen in Figures 11(a) and 11(b)
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Figure 10: Cohen-Wagner plot of the alloys measured by XRD

which show (210) and (220) re�ections measured in the as-quenched Fe60.46Al39.54
alloy.

According to the equilibrium phase diagram (see Figure 3) the Fe60.46Al39.54
alloy is a single phase system containing only the B2 phase. One can see in Figures
11(a) and 11(b) that XRD pro�les in as-quenched Fe60.46Al39.54 sample cannot be
�tted by a single XRD re�ection. Inspection of the Figures revealed that XRD pro-
�les in as-quenched Fe60.46Al39.54 alloy are composed from a sharp re�ection with
dominating intensity overlapped with a broader low-intensity re�ection shifted to
slightly lower di�raction angles. A plausible explanation is that the sharp intense
peaks come from the perfect B2 phase while the small broad peak shifted to lower
di�raction angles is di�use scattering from point defects. PAS investigations dis-
cussed in the following text gave a clear evidence that as-quenched Fe60.46Al39.54
alloy contains a high concentration of di-vacancies surrounded by Al atoms. This
is in agreement with theoretical ab-initio calculations [14] which revealed at-
tractive interaction between Al atoms dissolved in Fe and vacancies resulting to
predicted formation of vacancies surrounded by Al in Fe-Al alloys. Hence, small
broad peaks observed in the as-quenched Fe60.46Al39.54 alloy can be attributed to
di�use scattering from Al clusters surrounding vacancies. This picture is further
supported by the fact that an increase in Al concentration leads to an increase
in the lattice parameter. As a consequence the broad peak originating from dif-
fuse scattering from B2 lattice containing Al clusters surrounding vacancies are
shifted to lower di�raction angles. Figures 12(a) and (b) show (211) and (220)
re�ections in as-quenched Fe60.46Al39.54 alloy decomposed into two contributions:
(i) a sharp re�ection from perfect B2 lattice and (ii) a broad di�use scattering
peak at lower di�raction angles caused by Al clusters surrounding vacancies. One
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can see in Figures 12(a), (b) that this model describes satisfactorily the shape of
the XRD re�ection pro�les in quenched Fe60.46Al39.54 alloy. The lattice parame-
ter corresponding to B2 lattice containing clusters of di-vacancies surrounded by
Al atoms determined by �tting of XRD spectra of the as-quenched Fe60.46Al39.54
alloy is 2.907(5). It means the relative lattice expansion caused by Al clusters
surrounding divacancies is approximately 0.3%.

(a) peak (211) (b) peak (220)

Figure 11: Fit of XRD pro�les and residuals (σ) in as-quenched Fe60.46Al39.54
spectra showing the asymmetry of peaks.

(a) peak (211) (b) peak (220)

Figure 12: Fit of XRD pro�les and residuals (σ) in as-quenched Fe60.46Al39.54
spectra showing the asymmetry of peaks.

Annealing at 520 ◦C causes a substantial recovery of quenched-in vacancies.
This leads also to decomposition of Al clusters due to repulsive Al-Al interaction.
As a consequence the broad peaks from di�use scattering were not observed in
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XRD spectrum of annealed Fe60.46Al39.54 alloy and only sharp re�ections from
perfect B2 phase remained.
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3.3 Microhardness

In this work was measured microhardness of Fe-Al alloys quenched from 1000 ◦C
and subsequently subjected to isochronal annealing with heating steps 40 ◦C /
40 min. Each heating step was �nished by quenching to room temperature. The
obtained results, i.e. the dependence of microhardness HV0.1 on the annealing
temperature, are shown in the Figure 13. Two points plotted by open triangles
correspond to samples quenched from 1000 ◦C and subsequently annealed at
550 ◦C for 1h and quenched down to room temperature shown to demonstrate
the e�ect of di�erent thermal history of samples.

Figure 13: Microhardness of Fe-Al alloys quenched from 1000 ◦C and subsequently
subjected to isochronal annealing with annealing steps 40 ◦C / 40 min (circles),
samples quenched from 1000 ◦C and subsequently annealed at 550 ◦C for 1h and
again quenched to room temperature (open triangles).

Comparison of microhardness of alloys quenched from 1000 ◦C revealed strong
dependence on aluminium content. Samples with higher aluminium content ex-
hibit higher microhardness. This e�ect could be explained by solution hardening.
Dissolved Al atoms may act as obstacles for movement of dislocations. However
subsequent thermal treatment can not be explained only by solution hardening
e�ect due to varying concentration of dissolved Al atoms. Another mechanism
of hardening must be considered. It was proposed that microhardness of Fe-Al
alloys is in�uenced by the vacancy concentration [15]. The rapid quenching from
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1000 ◦C guarantee high concentration of quenched-in thermal vacancies. Vacan-
cies are also obstacles for dislocation movement and their concentration increases
with increasing Al content [15]. Migration of vacancies is thermally activated pro-
cess. In samples annealed above 400 ◦C vacancies become mobile and disappear
by di�usion into sinks at grain boundaries and surface. As a consequence, hard-
ness of Fe60.46Al39.54 and Fe55.38Al44.62 alloys strongly decreases above 400 ◦C and
reaches its minimum at ∼560 ◦C.

When considering temperature dependence of microhardness the stoichiomet-
ric Fe75Al25 alloy di�ers from FeAl-based alloys Fe60.46Al39.54 and Fe55.38Al44.62.
Microhardness of Fe75Al25 does not decrease and shows only a slight increase
at high temperatures above 700 ◦C. The reason for such behavior can be found
when concentration of quenched-in vacancies in various alloys is considered. The
concentration of quenched-in vacancies was determined by slow positron implan-
tation spectroscopy (SPIS) and is listed in Table II. Since on the contrary to the
other two alloys with higher Al content the concentration of vacancies in Fe75Al25
sample is relatively low, hardness of this alloy is almost insensitive to variations
in vacancy concentration. The e�ect of vacancies on hardness becomes signi�cant
only at higher concentration of vacancies.

X-ray measurements revealed that Fe75Al25 sample quenched from 1000 ◦C ex-
hibits predominantly the A2 disordered phase. Annealing at temperatures around
400 ◦C should enhance di�usion which enables ordering into the equilibrium D03
phase. Subsequently above 545 ◦C the D03 phase is transferred into partially
ordered B2 phase. No signs of steep change in microhardness connected with
these phase transitions are visible in Fe75Al25 alloy in Figure 3. Therefore, the
microhardness of Fe75Al25 exhibits only moderate changes with temperature on
the contrary to hardness of Fe-Al based alloys which is strongly in�uenced by
vacancy hardening.

Table II: Concentration of vacancies cv determined by SPIS.
Sample cV [at.−1]

Fe55.38Al44.62 5.0(5)× 10−2

Fe60.46Al39.54 4.8(6)× 10−4

Fe75Al25 7.0(8)× 10−5

Microhardness HV0.1 measured on Fe-Al alloys of various composition is plot-
ted in Figure 14 as a function of Al content. The samples quenched from 1000 ◦C
are compared with samples quenched from 1000 ◦C and subsequently annealed
at 520 ◦C for 1 hour and quenched to room temperature.

One can see in Figure 14 that microhardness of samples quenched from 1000 ◦C
strongly increases with Al content. For alloys with Al content up to 25% subse-
quent annealing of samples at 520 ◦C does not cause any signi�cant change in
microhardness. On the other hand, annealing at 520 ◦C leads to a substantial de-
crease of microhardness in alloys with Al content of 39% and higher. Alloys with
low Al content (up to 26%) exhibit low concentration of vacancies, see Section
3.4, therefore, hardness of these alloys is in�uenced predominantly by the solute
hardening, while e�ect of vacancies is negligible here. Because of this reason the
annealing at 520 ◦C which removes vacancies has basically no in�uence on hard-
ness. On the other hand, the e�ect of vacancy hardening is substantial in alloys
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Figure 14: Microhardness of Fe-Al alloys vs. Al content. Alloys quenched from
1000 ◦C (red points); alloys quenched from 1000 ◦C, subsequently annealed at
520 ◦C for 1 h and quenched again to room temperature (blue points).

with high Al content (39% or higher). Hence, annealing at 520 ◦C, which causes
a signi�cant decrease in concentration of vacancies, leads also to a signi�cant de-
crease of hardness. Hence, one can conclude that the e�ect of vacancy hardening
on microhardness becomes signi�cant when concentration of vacancies exceeds
10−4at−1.
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3.4 Positron annihilation spectroscopy results

3.4.1 Positron Lifetime

Positron lifetime spectra were measured by high resolution digital spectrometer
described in [2, 3] equipped with two Hamamatsu H3378 photomultipliers coupled
with BaF2 scintillators. Detector pulses are sampled in real time by two ultra-fast
8-bit digitizers Acqiris DC211 with a sampling frequency of 4 GHz. The digitized
pulses are acquired in a PC and worked out o�-line by a software using a new
algorithm for integral constant fraction timing [16]. The time resolution of the
digital LT spectrometer was 150 ps (FWHM, 22Na). At least 107 annihilation
events were accumulated in each LT spectrum.

Positron lifetime spectra were �tted by the code written in FORTRAN using
�tting library MINUIT [17]. The maximum likelihood method is used to estimate
parameters in equation (1.5). Various number of components are possible to �t
to measured data. The quality of the �t is quanti�ed by the standard χ2 test, in
ideal case χ2 per number of degrees of freedom equals 1.

The 22Na positron source with activity of 1.5 MBq was deposited in the from
of Na2CO3 on 2 µm thick Mylar foil. In PAS measurement positron source was
always sandwiched between two identical specimens. Hence, there is necessarily a
contribution of positrons annihilated in the source. In our case the source contri-
bution consists of two components: (i) shorter component with lifetime of 368 ps
and intensity of ∼ 8 % representing a contribution of positrons annihilated in the
Na2CO3 source spot, and (ii) long-lived component with lifetime ∼ 1.5 ns and
intensity of ∼ 1 % which comes from ortho-positronium formed in the covering
mylar foil. The lifetime of the shorter source component was �xed in �tting at
the value 368 ps determined in measurements on reference well annealed Fe sam-
ple. Intensity of this component depends on the Z value of the measured sample.
Therefore, it was �tted as a free parameter. Nevertheless, in all measured sam-
ples intensity of the shorter source component was found to be in a reasonable
agreement with the value determined on reference well-annealed Fe sample and
corrected to di�erent Z using the formula described in [18]. The lifetime and in-
tensity of the long-lived source component were �tted as free parameters because
this component is well separated from the other components in positron lifetime
spectra and correlation of its lifetime and intensity with other parameters is low.

From three to �ve components were �tted in the spectra including the two
source components. Intensities of physically interesting components coming from
the positrons annihilating in the sample were subsequently renormalized to 100%.

3.4.2 Coincidence Doppler Broadening

The CDB spectrometer consists of two HPGe detectors and commercial NIM
modules operated by a PC. The overall energy resolution of the spectrometer was
1.0 keV (FWHM) at energy of 511 keV. At least 108 events were gathered in each
two-dimensional spectrum, which was subsequently reduced into one-dimensional
Doppler pro�le and instrumental resolution cuts. The relative changes of Doppler
pro�les were followed as ratio curves of the Doppler pro�le normalized counts
to those of the well annealed α-Fe reference pro�le. The CDB pro�les are sym-
metrical with respect to the origin and only the parts corresponding to positive
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Doppler shifts are shown.
Figure 15 shows two dimensional CDB spectrum, i.e. sum of energies of anni-

hilation photons plotted versus di�erence of these energies, measured on Fe75Al25
alloy quenched from 1000 ◦C. The vertical cut of the CDB spectrum for values
which ful�ll E1−E2 = 0 is used to obtain the resolution function of the spectrom-
eter. The horizontal cut at E1 + E2 = 2× 511 keV gives Doppler broadened an-
nihilation pro�le, i.e. one-dimensional momentum distribution of electrons which
annihilated positrons convoluted with the resolution function. Both horizontal
and vertical cuts from Figure 15 are plotted in Figure 16.

Figure 15: Two dimensional CDB spectrum of Fe73Al27 alloy quenched from
1000 ◦C.

3.4.3 Quenched Fe-Al alloys of various compositions

Samples of Fe-Al alloys samples with various compositions were prepared by
quenching from 1000 ◦C as described in Section 3.1.

The results obtained from �tting of positron lifetime spectra are listed in Table
III. The shorter component with lifetime τ1 and intensity I1 represents a contri-
bution of free positrons while the longer component with lifetime τ2 and intensity
I2 can be attributed to positrons trapped in quenched-in vacancies. Dependence
of the lifetime τ2 and the intensity I2, respectively, on Al content is plotted in
Figures 17(a),(b). The intensity of positrons trapped in vacancies and positron
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Figure 16: Horizontal and vertical cuts of two dimensional CDB spectra of
Fe73Al27 alloy quenched from 1000 ◦C represent Dopppler broadening peak pro�le
and resolution function of CDB spectrometer, respectively.

lifetime of this component clearly increase with increasing Al content. For sam-
ples with Al content cAl ≥ 26% the intensity of trapped positrons I2 reaches
100%, i.e. concentration of vacancies is so high that virtually all positrons an-
nihilate from the trapped state (saturated positron trapping). The quantity τf
was calculated using equation (1.19). The positron trapping rate at a vacancy Kv

was calculated using equation (1.17) where τf was used as the bulk positron life-
time. Subsequently the concentration of vacancies was calculated using equation
(1.16) assuming the speci�c positron trapping rate νv = 4× 1014 s−1 determined
for vacancies in Fe3Al in [19]. The fraction of positrons annihilating at vacancies
Fv was calculated using equation (1.20). The quantities Kv, cv, Fv obtained by
application of STM are listed in Table III.

The vacancy concentration cv is plotted in Figure 18 as a function of Al
content in the alloy. Vacancy concentration determined in [20] is plotted in the
�gure as well. The determination of vacancy concentrations by positron lifetime
measurements was possible for samples Fe82Al18 - Fe75Al25. Alloys with higher Al
content exhibit vacancy concentration above the limit cV max,LT given by equation
(1.18), i.e. saturated positron trapping in vacancies occurs. Samples Fe60.46Al39.54
and Fe55.38Al44.62 were measured by SPIS and cv was calculated from the obtained
mean positron di�usion length using equations (1.25) and (1.23). One can clearly
see in Figure 19 that concentration of quenched-in vacancies strongly increases
with Al content in the alloy. If we compare Fe55.38Al44.62 and Fe82Al18 alloy (i.e.
samples with the highest and the lowest Al content studied in this work), the
di�erence in vacancy concentration is four orders of magnitude.
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(a)

(b)

Figure 17: (a) Positron lifetime of defect component τ2 and (b) its intensity I2
plotted as a function of Al content of quenched Fe-Al alloys.
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Table III: Results of positron lifetime measurement on Fe-Al alloys quenched from
1000 ◦C. Samples noted by * were measured by SPIS, see section 1.3. cAl is the
Al content in the alloy, τf is the quantity calculated using equation (1.19), KD

is the positron trapping rate to vacancies, Fv denotes the fraction of positrons
annihilated from trapped state in vacancies, cv is vacancy concentration.

cAl τf [ps] KD[10−3ps−1] Fv[%] cv[10−6at−1]
Quenched from 1000◦C

18 107(11) 3.7(2) 28(3) 9.2(6)
20 107(2) 7.5(2) 44(2) 18.7(5)
23 102(9) 25(6) 72(3) 6(2)
24 113(2) 16(5) 65(2) 41(12)
25 114(2) 28(3) 76(2) 70(2)
26 - - 100 >200
27 - - 100 >200

39.54 - - 100 480(60)*
44.62 - - 100 50(5)×103*

Figure 18: Vacancy concentration cv for di�erent Fe-Al alloys of various compo-
sitions quenched from 1000 ◦C.
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Correlation of vacancy concentration cv and positron lifetime τ2 for samples
quenched from 1000◦C is shown in Figure 19. One can see in the �gure that there
is a positive correlation between lifetime of trapped positrons and concentration
of quenched-in vacancies.

Figure 19: Vacancy concentration of Fe-Al alloys quenched from 1000 ◦C versus
the positron defect component lifetime τ2.

High momentum range of Doppler broadened annihilation peak measured on
quenched Fe-Al alloys by CDB consists generally of four contributions:

(i) delocalized positrons annihilated by Fe electrons,
(ii) delocalized positrons annihilated by Al electrons,
(iii) positrons trapped in vacancies annihilated by Fe electrons,
(iv) positrons trapped in vacancies annihilated by Al electrons.
The momentum distribution of annihilating electron-positron pair is di�erent

for these four possibilities. To determine shape of Doppler broadened pro�le for
these four contributions CDB measurements were performed on reference pure
Fe and Al samples.

Firstly, the reference Doppler broadened pro�les were measured on well an-
nealed α-Fe (99.99%) and well annealed Al (99.999%) samples to obtain the mo-
mentum pro�les nFe,B and nAl,B for the case of annhilation of delocalized positron.
The momentum distributions nFe,B and nAl,B are plotted in Figure 20(a)

Secondly, Doppler broadened pro�les nAl,def and nFe,def were measured at
deformed Al and α-Fe samples by CDB. These samples contain vacancy-like open
volume defects (jogs at dislocations and vacancies anchored in the elastic �eld of
dislocations) [21]. Therefore, Doppler broadened pro�le measured on cold rolled
samples resembles that for positrons trapped in vacancies. In the vicinity of the
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(a) Reference Doppler broadened CDB pro�les.

(b) Reference CDB ratio curves related to nFe,B , (i.e. defect-free Fe).

Figure 20: CDB pro�les of reference samples.
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vacancy the missing atom causes local decrease of core electrons, therefore, the low
momentum contribution to annihilations is increased while the high momentum
core annihilations are decreased.

The reference momentum pro�les nFe,v, nAl,v were obtained by the following
procedure:

(i) momentum pro�les nAl,def and nFe,def were measured on cold rolled Al and
Fe samples by CDB

(ii) the cold rolled Al and Fe samples were measured also by positron lifetime
spectroscopy and the fraction F ′v of positrons annihilated at vacancy-like defect
was determined using STM

(iii) the momentum pro�le measured on cold rolled samples can be described
as nx,def = (1 − F ′v)nx,B + F ′vnx,V , where x stands for Fe or Al and nx,B is the
momentum distribution of delocalized positrons which was determined on well
annealed reference Fe and Al sample.

Hence, momentum distribution corresponding exclusively to positrons trapped
at vacancy-like defects can be calculated using the equation

nx,v = (nx,def − (1− F ′v)nx,B)/F ′v.
Momentum distributions nFe,v, nAl,v obtained by this procedure are plotted in

Figure 20(a), while Figure 20(b) shows CDB ratio curves for these contributions
related to the momentum distribution nFe,B of free positrons in pure Fe.

Let's denote the fraction of annihilations of a positron in the free state and
in the localized state in a vacancy by FB and Fv, respectively. The sum of these
fractions is unity, FB + Fv = 1. From the measuring of positron lifetime one can
derive the quantity Fv. For studied alloys it is listed in Table III. The fraction
of positrons annihilated from the free state by Al electrons is denoted by ξAl,B.
These quantities for various Fe-Al alloys were obtained by theoretical calculations
performed for delocalized positron in Section 4.1.1 and are listed in Table V on
page 53. The fraction of positrons trapped at vacancy and annihilated by Al
electrons is denoted by ξAl,v. Analogically the symbols ξFe,B and ξFe,V denote the
fractions of positrons annihilated by Fe electrons from the free state and from
the trapped state in vacancies. The Doppler broadened pro�le measured on Fe-Al
alloy can be then described by equation

n = FvξFe,vnFe,v + FvξAl,vnAl,v + FBξFe,BnFe,B + FBξAl,BnAl,B. (3.1)

Since there are only two kinds of atoms (Fe and Al) the fractions of annihi-
lations at defects ful�ll the condition ξFe,v + ξAl,v = 1 and similarly the corre-
sponding fractions for delocalized positrons ful�ll the condition ξFe,B + ξAl,B = 1.
Therefore, the only unknown quantity in equation (3.1) is the ξAl,v which is im-
portant for the determination of the chemical environment of a vacancy in Fe-Al
alloys.

Figure 21 shows CDB ratio curves (related to well annealed pure Fe) measured
on Fe-Al alloys of various compositions quenched from 1000 ◦C. The CDB ratio
curve for well annealed pure Al sample is plotted in the �gure as well. With
increasing Al content the CDB ratio curves in Figure 21 clearly shift towards the
curve for pure Al. This testi�es that contribution of positrons annihilated by Al
electrons increases.
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Figure 21: Fitted CDB ratio curves (related to well-annealed pure Fe) for Fe-
Al alloys quenched from 1000 ◦C. Solid lines show �ts by equation (3.1). The
fractions ξAl,v which give the best �t with experimental data are listed in legend.

Figure 22: Fractions of trapped positrons annihilated by Al electrons determined
by combination of CDB and LT spectroscopy on Fe-Al alloys samples quenched
from 1000 ◦C.
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The fraction ξAl,v was determined from �t of Doppler broadened pro�les by
equation (3.1) and is plotted in Figure 22 as a function of Al content in the alloy.
The fraction ξAl,v obtained from experiment can be compared with ξAl,v obtained
from theoretical calculations for vacancies surrounded by various number of Al
atoms which are listed in the Table VIII on page 64.

Solid lines in Figure 21 show �ts of CDB pro�les by equation (3.1). One can
see in the �gure that the model function (3.1) describes well the experimental
points. The fractions ξAl,v which gave the best �t are shown in Figure (3.1) in the
legend.

Figure 23 shows ξAl,v determined from �tting of CDB pro�les plotted versus
the lifetime τ2 of positrons trapped in vacancies. One can see in Figure 23 that
there is a strong positive correlation between τ2 and ξAl,v. The higher number of
Al atoms is surrounding vacancy the higher is the lifetime of trapped positrons.

Figure 23: Positron lifetime of defect component τ2 plotted versus the fraction
of trapped positrons annihilated by Al electrons for Fe-Al alloys quenched from
1000 ◦C.

3.4.4 Annealed Fe-Al alloys of various compositions

Samples from the Section 3.4.3 quenched from 1000 ◦C were subsequently an-
nealed at 520 ◦C for an hour and quenched to room temperature. Results of
positron lifetime measurements on annealed samples are listed in Table IV.

Vacancy concentration cv in annealed samples is lower than in quenched sam-
ples from Section 3.4.3 due to recovery of vacancies, i.e. thermally activated mi-
gration of vacancies to sinks at grain boundaries and on the surface of the sample.

41



Table IV: Results of positron lifetime measurements of Fe-Al alloys quenched
from 1000 ◦C and subsequently subjected to annealing at 520 ◦C for 1 h �nished
again by quenching to room temperature.

cAl τf [ps] KD[10−3ps−1] Fv[%] cv[10−6at−1]
Annealed at 520◦C

18 112(1) 0 0 <1
20 110(7) 2.0(6) 18(4) 5.1(7)
23 107(7) 4.9(2) 34(1) 12.2(5)
24 108(3) 5.4(9) 37(2) 14(2)
25 114(1) 14.5(2) 62(2) 14.7(5)
26 111(9) 4.3(2) 32(2) 10.7(5)
27 112(5) 4.1(1) 31(2) 10.2(3)

39.54 - - 100 >200
44.62 - - 100 >200

Figure 24: Vacancy concentration for di�erent compositions of Fe-Al alloys
quenched from 1000 ◦C (red points) and samples quenched from 1000 ◦C and
subsequently annealed at 520 ◦C (blue points). Concentrations above the limit
cV max,LT shown by dashed line are not measurable by PAS due to saturated trap-
ping.
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The driving force for recovery of vacancies is the tendency to reach equilibrium va-
cancy concentration which is at the annealing temperature of 520 ◦C substantially
lower than concentration of quenched-in vacancies. This is well demonstrated in
Figures 24. Samples with high Al content (cAl ≥ 39%) exhibit saturated positron
trapping at vacanies, i.e. the concentration of vacancies in these samples exceeds
upper limit of cV max,LT from equation (1.18) shown in Figure 24 by dashed line.
Value for Fe75Al25 slightly di�ers from sketched dependency which can be caused
by the impurities mixed in by preparation because it was prepared elsewhere.

Positron lifetime spectrum of annealed alloy Fe82Al18 exhibited only one com-
ponent with lifetime (112±1) ps originated from free positron annihilations, there-
fore, positron trapping rate at vacancies is virtually zero which means that the
vacancy concentration cv is below the detectable limit of 10−6 at.−1.

Figure 25: CDB ratio curves (related to well annealed Fe) for Fe-Al alloys
quenched from 1000 ◦C and subsequently annealed at 520 ◦C. Solid lines show �t
of CDB curves by equation (3.1). The fractions ξAl,v which resulted in the best �t
of experimental points are shown in the legend. The ratio curve for well-annealed
reference pure Al sample is plotted in the �gure as well.

Figure 25 shows CDB ratio curves (related to well-annealed Fe) for various
Fe-Al alloys quenched from 1000 ◦C and subsequently annealed at 520 ◦C. One
can see in the �gure that similarly to the samples quenched from 1000 ◦C shape
of CDB ratio curves resembles to the shape of CDB curve for pure Al. Obviously
the contribution of positrons annihilated by Al electrons increases with increas-
ing Al content in the alloy. This is similar trend as in the samples quenched
from 1000 ◦C, compare with Figure 21. However, the comparison with samples
quenched from 1000 ◦C shows that in samples annealed at 520 ◦C is the fraction of
positrons annihilated by Al electrons generally decreased. This is due to lowered
concentration of vacancies in samples annealed at 520 ◦C which was testi�ed by
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Figure 26: Results of �tting of CDB spectra of Fe-Al alloys quenched from 1000◦C
and subsequently annealed at 520 ◦C.

Figure 27: Correlation of the lifetime τ2 of positrons trapped in vacancies with the
fraction ξAl,v for Fe-Al alloys quenched from 1000◦C and subsequently annealed
at 520 ◦C.

44



positron lifetime measurements. One can see in Figure 25 that CDB ratio curves
measured on annealed samples are well described by equation (3.1). The fraction
of positrons trapped in vacancies and annihilated by Al electrons ξAl,v obtained
from the best �t of experimental points by equation (3.1) is plotted in Figure
26 as a function of Al content. Clearly this dependence is very similar to that in
the alloys quenched from 1000 ◦C. This indicates that the nature of defects in
the alloys annealed at 520 ◦C remains unchanged and only their density was low-
ered. The correlation of the lifetime τ2 of positrons trapped at vacancies with the
fraction ξAl,v is plotted in Figure 27. Obviously this correlation is similar to that
in samples quenched from 1000 ◦C. This again testi�es that annealing at 520 ◦C
does not cause any change in the nature of positrons traps but only reduces their
concentration.
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3.4.5 Isochronally annealed Fe-Al alloys

Three selected quenched samples from Section 3.4.3 namely Fe75Al25, Fe60.46Al39.54
and Fe55.38Al44.62 were subjected to isochronnal annealing with annealing steps
40 ◦C / 40 min starting from 200 ◦C. Each annealing step was �nished by
quenching to silicon oil bath of room temperature and PAS investigations, namely
positron lifetime measurements and CDB.

Positron lifetime spectra of isochronally annealed Fe75Al25 alloy consist of two
components with lifetimes τ1 and τ2 and relative intensities I1 and I2 (I1 + I2 =
100%). Temperature dependence of positron lifetimes τ1, τ2 and the relative inten-
sity I2 are plotted in Figure 17(a) and (b), respectively. The shorter component
with lifetime τ1 represents a contribution of free positrons, while the longer compo-
nent with the lifetime τ2 comes from positrons trapped at vacancies. Isochronally
annealed Fe60.46Al39.54 and Fe55.38Al44.62 alloys exhibit single component positron
lifetime spectra. Hence, concentration of vacancies in these alloys is so high that
saturated positron trapping occurs and virtually all positrons are trapped in va-
cancies (i.e. I2 is 100%). Temperature dependence of the lifetime τ2 of positrons
trapped in vacancies in Fe60.46Al39.54 and Fe55.38Al44.62 alloys is plotted in Figure
17(a).

One can see in Figure 17(b) that intensity of positrons trapped in vacancies in
Fe75Al25 alloy exhibits a steep decrease at the temperatures above 400 ◦C. This
testi�es that concentration of vacancies in this alloy decreases, i.e. more positrons
are annihilated from the free state. Minimum of I2 values is reached at 480 ◦C.
Annealing at higher temperatures causes again an increase in I2 indicating an
increase in concentration of defects. Lifetime of positrons trapped in vacancies
remains constant except for statistical scattering. This testi�es that the nature of
defects remains unchanged and annealing causes only variations in the concentra-
tion of vacancies. Vacancy concentrations in Fe75Al25 alloy was determined using
STM equations (1.14) - (1.17). Temperature dependence of the concentration of
vacancies in Fe75Al25 alloy is plotted in Figure 29.

From inspection of Figure 29 one can realize that concentration of quenched-
in vacancies does not change up to ∼400 ◦C. Annealing above 400 ◦C leads to
a strong decrease in vacancy concentration. This indicates recovery of vacancies
by di�usion into sinks at grain boundaries and on the surface. The minimum
concentration of vacancies is achieved at 480 ◦C. Subsequent annealing at higher
temperatures leads to a increase in vacancy concentration. This e�ect is caused
by thermal vacancies. Above 480 ◦C the equilibrium concentration of quenched-in
vacancies becomes high enough (> 10−6at−1) to be detected by positron lifetime
spectroscopy. Hence, after each annealing step at temperatures above 480 ◦C the
vacancy concentration in the sample is enhanced due to quenched-in thermal va-
cancies. One can notice the vacancy concentrations at temperatures above 720 ◦C
are higher than the cv after initial quench at 1000 ◦C. The possible reason could be
that the initial annealing was performed in evacuated ampoule (p = 10−3 mbar)
and therefore the quenching rate was slower than in case of isochronally annealed
samples which were directly immersed in silicon oil of room temperature.

Isochronally annealed Fe75Al25, Fe60.46Al39.54 and Fe55.38Al44.62 were investi-
gated by CDB. Figure 30 shows evolution of CDB ratio pro�les (related to well-
annealed reference Fe sample) for isochronally annealed Fe75Al25 alloy. One can
see in the �gure that above 400 ◦C the ratio pro�les change and become closer
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Figure 28: Temperature dependence of (a) positron lifetimes and (b) intensity
I2 of the shorter component from positrons trapped at vacancies in isochronally
annealed alloys. Connecting lines are shown just to guide the eyes.
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Figure 29: Temperature dependence of vacancy concentration in Fe75Al25 alloy
quenched from 1000 ◦C and subsequently isochronally annealed.

to unity, i.e. the contribution of positrons annihilated by Al electrons decreases.
This corresponds well with recovery of vacancies in this temperature range.

The development of the CDB ratio curves during isochronal annealing of
Fe60.46Al39.54 and Fe55.38Al44.62 alloy is plotted in Figures 31 and 32, respectively.
Contrary to Fe75Al25 alloy the CDB ratio curves measured in Fe60.46Al39.54 and
Fe55.38Al44.62 alloys remain basically unchanged with temperature. This is due to
saturated positron trapping in vacancies. Quenched Fe60.46Al39.54 and Fe55.38Al44.62
alloys contain signi�cantly higher concentration of vacancies than Fe75Al25 alloy,
see Figure 18. Hence, although the concentration of vacancies in Fe60.46Al39.54 and
Fe55.38Al44.62 alloys annealed above 400 ◦C most probably decreased as indicated
by a drop in microhardness (see Figure 14) it remains still high enough to cause
saturated positron trapping.

Using equation (3.1) it is possible to determine the fraction ξAl,v of positrons
trapped in vacancies and annihilated by Al electrons. The fraction ξAl,v obtained
from �tting of CDB ratio curves of isochronally annealed samples is plotted in
Figure 33 as a function of the annealing temperature. One can see in Figure 33
that

(i) the fraction ξAl,v becomes higher in alloys with higher Al content;
(ii) for each alloy the fraction ξAl,v remains approximately constant during

annealing. This testi�es that annealing causes only variation in vacancy concen-
tration while the chemical environment of vacancies remains unchanged.
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Figure 30: 2.5D color plot showing the development of CDB ratio curves (related
to well-annealed Fe) for Fe75Al25 alloy during isochronal annealing.
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Figure 31: 2.5D color plot showing the development of CDB ratio curves (related
to well-annealed Fe) for Fe60.46Al39.54 alloy during isochronal annealing.
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Figure 32: 2.5D color plot showing the development of CDB ratio curves (related
to well-annealed Fe) for Fe60.46Al39.54 alloy during isochronal annealing.

Figure 33: Temperature dependence of the fraction ξAl,v of positrons trapped in
vacancies annihilated by Al electrons determined from �tting of CDB ratio curves
by equation (3.1)
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Chapter 4

Results of the theoretical

calculations

4.1 PAS characteristics calculations

The quantum-mechanical theoretical calculations were performed by ATSUP
code for Fe-Al alloys with broad range of composition from Fe82Al18 to Fe50Al50.
The lattice parameters used in calculations are listed in Table I. For the Fe75Al25
and Fe60.46Al39.54 the lattice parameters determined by XRD in this work were
used, while for other alloys were used lattice parameters determined by XRD
in [22]. Theoretical calculations performed on a B2 supercell contained 1024
atom sites and A-sublattice was occupied exclusively by Fe atoms, while the B-
sublattice was randomly �lled by Fe and Al atoms so that the overall composition
in the superlattice equals to the composition of the studied alloy. Calculations
for A2 structure were performed on a supercell containing 1024 atom sites which
were randomly occupied by Al and Fe atoms. For each composition 10 con�gu-
rations of atoms in supercell for the B2 structure were generated and similarly
also for some compositions of the A2 structure supercells. Calculation of positron
parameters was run independently for each con�guration and the average of these
10 independent runs was taken. Variance of the calculated parameters for each
composition was estimated from the spread of the results obtained in the 10
independent runs.

4.1.1 Delocalised positron

The positron annihilation characteristics were calculated �rstly for a perfect
(defect-free) lattice of Fe-Al alloys with B2 structure. The results of calculations
of positron annihilation characteristics, i.e. the lifetime of delocalized positron and
the fraction of positrons annihilated by Al electrons, in a B2 structure supercell
are shown in Table V.

From the values ξAl,B for Fe75Al25 alloy one can see that the fraction of
positrons annihilated by Al electrons is almost insensitive to variation of the
lattice constant found in the experiment. However, ξAl,B is sensitive to the com-
position of the sample, i.e to the number of Al atoms in the supercell. The positron
bulk lifetime varies with the lattice parameter for these samples. It decreases with
decreasing lattice constant, which is in agreement with decreasing electron den-
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Table V: The results of calculations for the Fe-Al alloys quenched from TQ mea-
sured by XRD (this work and [22]). The bulk lifetime and fraction of positrons
annihilated by Al. The D03 structure lattice parameter a′exp, which is two times
the lattice parameter aexp of B2 structure, is given only for comparison. The
uncertainly of calculated parameters (one standard deviation) estimated from
calculations in 10 randomly generated B2 supercells is given in brackets.

Composition TQ[◦C] aexp[Å] a′exp[Å] τB[ps] ξAl,B[%]
Fe82Al18 600 2.8953 5.7906 107.5(6) 11.6(9)
Fe80Al20 600 2.8970 5.7940 107.9(9) 13(1)
Fe77Al23 600 2.8977 5.7954 108.5(5) 14.7(7)
Fe76Al24 600 2.8990 5.7980 108.9(7) 15.6(8)
Fe75Al25 1000 2.9179 5.8358 111.1(1) 16.1(6)
Fe75Al25 520 2.8996 5.7991 109.1(1) 16.1(6)
Fe70Al30 600 2.8967 5.7934 109.7(1) 20(1)
Fe72Al28 600 2.8960 5.7920 109.3(2) 18.4(8)
Fe65Al35 600 2.8943 5.7886 110.6(3) 25(2)

Fe60.46Al39.54 1000 2.8993 5.7985 112.5(3) 30(1)
Fe60.46Al39.54 520 2.8969 5.7937 112.3(5) 30(1)
Fe60Al40 600 2.8963 5.7926 112.3(3) 30(2)
Fe55Al45 600 2.9023 5.8046 114.7(2) 37.2(9)
Fe50Al50 600 2.9090 5.8180 117.4(-) 42.1(-)

sity due to increasing volume of the supercell. The overlap integral (1.2) decreases
and so the annihilation rate λB decreases.

The computational program enables to save the �les with the calculated elec-
tron and positron density. From these output �les it is possible to make cuts in
an arbitrary direction (2D graph) or in any crystallographic plane (3D graph).
Figures 34 and 35 show in the middle panel color coded contour plot of calculated
positron density in two di�erent (001) planes in the A-sublattice in Fe55Al45 alloy.
Note that the A-sublattice contains only Fe atoms. The adjacent (002) planes,
i.e. B-sublattice planes parallel to the (001) plane are shown in the upper and
lower panel. Note that (002) planes are occupied preferentially by Al atoms. In
the alloy with composition Fe55Al45 the probability that a site in the B-sublattice
will be �lled by Al atom is 90%, while the probability that it will be occupied by
Fe atom is only 10%. In Figures 34,35 the Al atoms are shown as big circles while
the Fe atoms are plotted as small circles. One can see in the �gures that positron
density is spread over a large volume - i.e. positron is delocalized in the lattice.

Moreover, one can see that positron density in (001) plane is elevated in the
region where Fe atoms are present in adjacent (002) planes in the B-sublattice.
It means that positrons are repelled from Al atoms more than from Fe atoms
and tends to be located preferentially along the A-sublattice. Due to this e�ect
the calculated fractions ξAl,B of positrons annihilated by Al electrons, which are
listed in Table VI, are generally lower than the atomic concentration of Al atoms
in the corresponding alloys. The results are illustrated in Figure 36 and one can
notice the parabolic dependence of ξAl,B on aluminium content in the supercell.
For the comparison the calculations on A2 structure supercells were performed.
For each composition ten supercells containing 1024 atom sites occupied with Fe
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Figure 34: Upper and lower panel show positions of atoms of Fe (large circles)
and Al atoms (small circles) in the (002) planes belonging to the B-sublattice and
adjacent to the A-sublattice (001) plane. The positron density in the A-sublattice
(001) plane is plotted in the central panel.
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Figure 35: The same plot as in Figure 34, however taken in a di�erent part in the
B2 supercell.
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an Al atoms in the fraction corresponding to the compositions were generated in
order to obtain delocalized positron annihilation characteristics by ATSUP code
calculations. Results for A2 structure calculations shown in Figure 36 di�ers from
B2 ordered structure results. In A2 structure positron annihilations are purely
random and fraction of Al annihilations increase linearly with increasing Al con-
tent. Moreover, fraction of annihilations with Al ξAl,B is much lower than is the
composition of model alloy, which is in concordance with the Figures 34,35 show-
ing positron density elevated at the regions with higher Fe occurence. Therefore,
the quadratic dependency suggest that the positron do not annihilate randomly
in B2 structure with both Fe and Al atoms. Delocalized positron density is pref-
erentially spread in the A-sublattice containing Fe atoms, moreover, it is repelled
from regions with higher Al content in the nearest B-sublattice sites. This state-
ment is supported by the two extreme cases, Fe50Al50 and Fe75Al25. Firstly, in
Fe50Al50 all the B-sublattice sites are occupied exclusively by Al atoms, therefore,
positron density is spread more uniformly in A-sublattice which in the close neigh-
bourhood of Al atoms from B-sublattice and so ξAl,B is the highest. Secondly, in
Fe75Al25 the distribution of Fe and Al atoms is random with 50% probability at
each site of B-sublattice so the positron density is inevitably in the regions with
Al content. On the other hand, at the composition between these two extreme
cases, the positron has an opportunity to chose random regions with lower Al
content in B-sublattice so that the positron density is elevated at the regions
containing more Fe atoms. As a consequence, the fraction of positron annihilated
by Al electrons is decreased and the curve connecting two compositions Fe50Al50
and Fe75Al25 is not linear but the Al fraction of annihilation ξAl,B is lowered rel-
atively to the random dependency which would be linear as is the A2 structure
curve.

The dependency of calculated bulk positron lifetime is plotted in the Figure
37 for B2 and A2 structure. Both curves show increasing quadratic dependency
of τB on Al content with small deviations caused by di�erent lattice parameters
of model supercells.

Correlation of τB and ξAl,B is illustrated in Figure 38 for A2 and B2 structures.
Positron lifetime in defect-free Fe-Al alloys increases with increasing fraction of
positron annihilation with Al atoms.
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Figure 36: Calculated bulk positron fraction of annihilations with Al for Fe-Al
alloys of various compositions. Parabolic regression �ts best the B2 structure
while linear regression is more suitable for A2 structure calculation results of
ξAl,B.

Figure 37: Calculated positron bulk lifetime for Fe-Al alloys of various composi-
tions. Quadratic regression curves are illustrated as well.
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Figure 38: Calculated bulk positron lifetime in correlation with fraction of an-
nihilations with Al for Fe-Al alloys of various compositions. Linear �ts of data
corresponds well to each other for B2 and A2 structure.

58



4.1.2 The positron trapped at a vacancy

A positron trapped at a vacancy in the A-sublattice in Fe-Al alloys was modeled
in a B2-structure supercell containing 1023 atoms. Vacancy represents poten-
tial well for positrons due to reduced positive charge density. As a consequence
positron can be localized (trapped) at vacancy. Positron binding energy to va-
cancy EB is the di�erence between the ground state energy of delocalized positron
and positron trapped in vacancy. Calculation of electron and positron density was
performed by ATSUP code. Cuts of electron and positron densities were made
in the plane containing the vacancy. It is well known that a vacancy in the B-
sublattice exhibits signi�cantly higher energy than vacancy in the A-sublattice
[23]. For this reason only vacancies in the A-sublattice were considered in calcu-
lations.

Figures 39(a) and 39(b) show 3D plots of density of the positron trapped in
vacancy in linear and logarithmic scale, respectively. The positron density plot
shows highly localized positron, therefore positron density is vanishing in the
volume of defect-free lattice and highly increased in the volume of the vacancy.

In Figure 40 is contour plot of electron density in logarithmic scale.
The results of the calculations of the positron annihilation characteristics for

vacancy in the A sub-lattice are shown in the Table VI. The nearest neighbors of
the vacancy are atoms on the B sub-lattice which were randomly populated by
Al atoms according to the composition of corresponding alloy, e.g. for Fe75Al25
alloy 50% of sites in the B-sublattice is occupied by Al atoms.

Table VI: Results of the calculations for Fe-Al alloys with a′exp measured by XRD,
positron lifetime in a monovacancy τv and its fraction of annihilations with Al
electrons ξAl,v. The error values noted in brackets are the deviations from the
aritmetic average calculated from 10 independent calculations.

Samples B2 A2
cAl[%] TQ[◦C] a′exp[Å] τv[ps] ξAl,v[%] τv[ps] ξAl,v[%]
18 600 5.7906 185(3) 26(17) 184(2) 19(12)
20 600 5.7940 185(2) 25(12) 184(1) 19(9)
23 600 5.7954 186(2) 30(13) 185(1) 21(7)
24 600 5.7980 186(3) 27(18) 186(2) 27(12)
25 1000 5.8358 191(2) 38(12) 184(1) 21(9)
25 520 5.7991 188(2) 38(12) - -
28 600 5.7920 188(2) 39(12) 185(2) 24(11)
30 600 5.7934 188(2) 39(15) 185(1) 26(9)
35 600 5.7886 188(5) 44(10) 186(3) 35(17)

39.54 1000 5.7985 191(1) 53(7) - -
39.54 520 5.7937 190(2) 48(12) - -
40 600 5.7926 191(1) 55(8) 187(3) 36(15)
45 600 5.8046 192(1) 58(7) 189(2) 41(13)
50 600 5.8180 195.6(-) 67(-) 190(2) 45(12)

One can see in Table VI that the lifetime τv of positrons trapped in vacancy
in the A-sublattice is in�uenced by lattice parameters. Furthermore, increase of
Al content in the alloy leads to an increase of Al concentration in the vicinity
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(a) linear scale

(b) logarithmic scale

Figure 39: Positron density in (001) plane containing vacancy.
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Figure 40: Electron density in a plane containing A-vacancy.

of vacancy. As a consequence, positron lifetime increases. Fraction of positrons
annihilated by Al electrons ξAl,v strongly depends on the chemical environment
of monovacancy, therefore there is large spread of ξAl,v values in Table VI.

Quantum mechanical calculation results in Table VI show that the monova-
cancy on the A-sublattice of B2 structure exhibits higher fraction of annihilations
with Al electrons than is the concentration of Al atoms for all the compositions.

Calculations for monovacancy in the A-sublattice of B2 structure show higher
ξAl,v than calculation for vacancy in A2 structure. This is caused by the fact that
in B2 structure the A-sublattice contain exclusively Fe atoms and therefore NN
sites of vacancy occupy the B-sublattice containing lower fraction of Fe atoms
than in the case of A2 structure, which is completely disordered.

The fractions of positrons annihilated by Al electrons were calculated for
various defects and are listed in Table VII. Lattice parameters from the Table I
were used in calculations performed in a supercell of B2 structure containing 1024
atom sites. Only one calculation was performed for each composition. The rough
estimation of the error of fAl is below 1%.

The calculations were performed for the following defects: vacancy in the A-
sublattice with Fe antisite atom (vac+FeAl), monovacancy in the A-sublattice
with the all nearest neighbors (NN) sites occupied by Al atoms (vac+NN), di-
vacancy aligned in [100] direction in the A sub-lattice surrounded by Al atoms
in NN sites (2vac+NN), so called triple defect consisting of two vacancies in the
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A sub-lattice with Fe antisite and aligned in [100] direction (triple), triple defect
in ordered B2 with only Al atoms in NN B-sublattice sites (B2-triple), see Fig-
ure 41(a), monovacancy in the A-sub-lattice with NN and next nearest neighbors
(NNN) sites occupied by Al atoms (vac+NNN), divacancy aligned in [100] direc-
tion in the A-sublattice of ordered B2 structure with 2 Fe antisite (2vac+2FeAl),
see Figure 41(b). These defects have di�erent open volume and chemical environ-
ment.

(a) Triple defect (b) 2vac+2FeAl

Figure 41: Geometry of (a) triple defects and (b) 2vac+2FeAl in Fe-Al alloys.
Bigger atoms are Al, smaller are Fe atoms, squares represents a divacancy in
A-sublatice.

Table VII: Fraction of annihilations with Al-atoms fAl[%] calculated for some
compositions and various defects. Spread of calculated fractions (one standard
deviation) for defects where occupation of NN or NNN sites varies randomly is
shown in parenthesis. Spread was estimated from 10 independent calculations.

cAl[%] vac+FeAl vac+NN 2vac+NN triple B2-triple vac+NNN
25 31(10) 66 72 31(10) 59 95
28 33(10) 65 73 35(11) 59 95
30 35(14) 65 72 37(15) 59 95
35 38(9) 66 73 40(15) 59 95
40 47(7) 66 73 48(11) 59 95
45 51(6) 66 73 52(5) 60 95

The results in Table VII show that the calculated positron wavefunction lo-
calized in the vacancy is not very sensitive to the lattice parameter of the Fe-Al
alloys, since calculated fractions of positrons trapped at a certain defects with de-
�ned neighbourhood annihilated by Al electrons are similar for alloys with various
compositions.

One can see in Table VII that a positron trapped at the monovacancy sur-
rounded exclusively by the Al-atoms in NN sites is annihilated with ∼ 66% prob-
ability by Al electrons. It means although positron is localized in vacancy there is
still non-negligible positron density at NNN sites. For a monovacancy surrounded
not only by Al atoms in the NN sites but also by additional Al-atoms in NNN
sites the probability that positron will be annihilated by Al electron becomes
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∼ 95%. The divacancy with NN Al-atoms has slightly higher Al-annihilation
fraction ∼ 73% because the open volume of the defects is increased and localiza-
tion of trapped positron is stronger. In case of the triple defect surrounded by Al
atoms, which is created by adding one Fe-atom to the vicinity of the divacancy,
the fraction of positrons annihilated by Al electrons is decreased to the value ∼
59%, which is even slightly lower than corresponding fraction for monovacancy
with NN sites occupied by Al.

Figure 42: The fraction of positrons annihilated by Al electrons fAl for various
numbers of Al atoms occupying NN sites around the vacancy in the A-sublatice
of B2 structure (blue points). For comparison the fraction fAl calculated for va-
cancy in the A-sublattice surrounded by Al atoms in all NN and also NNN sites
(vac+NNN) is shown by the red point.

From the Table VII it is obvious that the number of the Al atoms in the
vicinity of the monovacancy considerably in�uences the fraction of positrons an-
nihilated by Al electrons. This is illustrated in the Figure 42 showing dependence
of fAl on the number of Al atoms occupying NN sites (0-8) in the B2 structrure.
For comparison the fraction of fAl for vac+NNN defect is shown in the �gure as
well. In completely ordered B2 structure all 8 NN sites around a vacancy in the
A-sublattice are located in the B-sublattice and occupied by Al atoms, while 6
NNN sites are located in the A-sublattice and occupied by Fe atoms. All the 14
NN and NNN sites must be occupied by Al atoms in order to achieve 100% prob-
ability that positron will be annihilated by Al electron. Hence, positron density
becomes negligible at the distance from vacancy higher than radius of the second
coordination shell. It means atoms in NN and NNN sites must be considered in
estimation of the fraction of positrons annihilated by Al electron.

In Table VIII are listed the lifetimes of a positron trapped at the certain
defects. In case of B2 phase in Fe-Al alloys with Al content below 50% the B-
sublattice contains both Al and Fe atoms. For this reason several independent
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calculations were performed for each composition. The calculations were made in
B2 supercell with the B-sublattice randomly �lled by Fe and Al atoms keeping the
total composition in the supercell equal to the composition of the alloy considered.
For defects vac+NN, 2vac+NN, B2-triple, vac+NNN, where type of atoms in
all NN and NNN sites is �xed and only occupation of other sites was varied
three independent calculations were performed. Ten calculation were performed
for other defects where type of atoms in NN or NNN sites was varied (vac+FeAl,
triple) in order to achieve su�cient statistics. The mean values of the calculated
lifetimes are shown in Table VIII. Estimated dispersion for each value is given in
brackets. Results of calculations are illustrated in Figure 43.

Table VIII: Calculated lifetimes of positrons trapped at various defects in Fe-Al
alloys with Al content cAl. Estimated spread of calculated lifetimes due to random
variations in chemical environment of defects is given in parenthesis.
cAl[%] vac+FeAl vac+NN 2-vac+NN triple B2-triple vac+NNN
25 187(2) 193.56(5) 202.98(1) 194.3(6) 200.22(3) 197.50(7)
28 187(2) 193.3(2) 202.72(8) 194.8(7) 199.92(9) 197.3(1)
30 187(2) 193.1(1) 202.54(3) 195.0(9) 199.73(5) 197.1(1)
35 187(2) 193.14(2) 202.41(1) 195.5(9) 199.61(1) 197.06(4)
40 189(1) 193.50(1) 202.78(1) 197.1(7) 199.98(2) 197.42(1)
45 190(1) 194.46(5) 203.73(5) 198.9(3) 200.92(4) 198.46(1)

The values in Table VIII show that lifetime of localized positron is not very
sensitive to variations of the composition and the lattice parameter of Fe-Al alloys.
However, positron lifetime is strongly in�uenced by open volume of defect and
its chemical environment. Divacancy is characterized by higher positron lifetime
because its open volume is higher and therefore electron density in divacancy is
lower than in monovacancy. For the same reason the positron lifetime of the triple
defect, which is constructed from divacancy, is slightly higher than the lifetime
of monovacancy in VI.
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Figure 43: Lifetime of a positron trapped at various defects.
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Chapter 5

Discussion

5.1 Hardening e�ect of vacancies

The microhardness of Fe60.46Al39.54 and Fe55.38Al44.62 alloys decreases in the
temperature range 400-500 ◦C, see Figure 13. Unfortunately, the vacancy concen-
tration in these samples is impossible to determine by positron lifetime measure-
ment due to saturated positron trapping. However, positron lifetime investigations
of Fe75Al25 alloy, which exhibits lower concentration of vacancies and saturated
positron trapping does not occur here, revealed a decrease in the vacancy concen-
tration in the temperature range 400-480 ◦C, see Figure 29. Moreover, comparison
of vacancy concentration of quenched samples with annealed samples shown in
Figure 24 clearly prove that the annealing of Fe-Al alloys at 520 ◦C decreases the
vacancy concentration in Fe-Al alloys of various composition.This testi�es that
recovery of vacancies takes place in this temperature interval. Hence, it is rea-
sonable to assume that the drop of microhardness observed in the temperature
range 400-500 ◦C in Fe60.46Al39.54 and Fe55.38Al44.62 alloys is caused by recovery
of vacancies.

As discussed in Section 3.3 only the vacancy concentrations above 10−4 at.−1

has a measurable hardening e�ect on Fe-Al alloys. Hence, relatively low concen-
tration of vacancies in Fe75Al25 alloy explains why microhardness of this sample
remains almost unchanged during isochronal annealing, see Figure 13. On the
other hand, microhardness of Fe60.46Al39.54 and Fe55.38Al44.62 alloys is strongly in-
�uenced by vacancies and, thereby, recovery of vacancies causes signi�cant soft-
ening.

5.2 Comparison of PAS results with ab-inito the-

oretical calculations

Experimental PAS results should be compared with ab-inito theoretical calcu-
lations of positron parameters described in section 4.1.2 in order to identify type
of quenched-in vacancies in Fe-Al alloys.

CDB measurements revealed that the fraction ξAl,v of positrons trapped at
vacancies and annihilated by Al electrons signi�cantly increases with increasing
Al content, see Figures 22 and 26. The point defects as vac + NN, 2vac + NN, B2-
triple and vac + NNN exhibit ξAl,v almost independent from Al content cAl, see
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Figure 44: Experimental and theoretical values of ξAl,v for various Fe-Al alloys
quenched from 1000 ◦C. Experimental values were obtained from PAS measure-
ments of positron lifetime and Doppler broadening of CDB peak. Theoretical
calculations for positron trapped at a monovacancy in A2 structure and a mono-
vacancy on A-subblatice of B2 structure exhibit lower ξAl,v than experimental
values. Vertical line shows which phase is formed at 1000 ◦C according to equi-
librium phase diagram in Figure 3.

Table VII. Therefore, one can exclude the defects consisting from only Al atoms
in NN or both NN and NNN sites. Hence, although these defects may be present
in the alloys with high Al content (close to Fe50Al50 composition) they can be
ruled out from a list of possible candidates for quenched-in defects in Fe-Al alloys
with lower Al content. This is supported also by the fact that the lifetime τ2 of
positrons trapped in quenched-in defects considerably increases with Al content,
see Figure 17(a). On the contrary, Table VIII shows that the defects vac+NN,
2vac+NN, B2-triple and vac+NNN exhibit only moderate increase in calculated
positron lifetime τv.

Vacancy in the A-sublattice, vac+FeAl and triple defect are remaining possi-
ble candidates for quenched-in defects in Fe-Al alloys. All these defects exhibit
variable number of Al atoms in NN sites, which is in accordance with increase of
τ2 and ξAl,v with Al composition observed in the experiment.

Figure 44 shows the fraction ξAl,v of trapped positrons annihilated by Al elec-
trons determined by �tting of CDB ratio curves plotted as a function of Al con-
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tent. In addition, the fraction ξAl,v obtained from theoretical calculations for
monovacancies in A2 structure and in the A-sublattice of B2 structure in Fe-Al
alloys of various composition are plotted in the �gure as well. Theoretical calcu-
lations were performed for

(i) Fe-Al alloys with B2 structure (i.e. the B-sublattice is �lled randomly by
Fe and Al atoms, while the A-sublattice is occupied by Fe atoms only),

(ii) Fe-Al alloys with A2 structure (i.e. both sublattices �lled randomly with
Fe and Al atoms).

Phase diagram in Figure 3 declare that the samples with cAl > 30% quenched
from 1000 ◦C exhibit A2 structure, which was supported by the XRD measure-
ment on sample Fe75Al25 in Figures 4 and 5. Samples with cAl < 30% exhibit B2
phase. However, Figure 44 claims that for Fe-Al alloys with cAl < 30% quenched
in A2 phase is the measured ξAl,v value slightly higher than showed the teoretical
calculations performed on A2 supercell. Moreover, one can notice in Figure 44
that experimental ξAl,v values agree very well with those calculated for vacancies
in the B2 phase. This indicates that quenched-in defects in Fe-Al alloys with
cAl > 30% which are quenched from the B2 phase are monovacancies in the A-
sublattice typical for the B2 phase with the corresponding composition. On the
other hand, Fe-Al alloys with cAl < 30% which are quenched from the A2 phase
exhibit quenched-in vacancies resembling that in the B2 phase, i.e. vacancies in
the A-sublattice with Al atoms occupying NN sites on the B-sublattice but not
NNN sites on the A-sublattice. This result indicates that in Fe-Al alloys with low
Al content an attractive interaction exists between Al atoms and vacancy. Such
attractive interaction was predicted by ab-initio theoretical calculations [14]. One
can see clearly in Figure 44 that local environment of vacancies is enriched by Al
when comparing to completely random distribution of Al atoms corresponding to
the A2 phase.

Figure 45 shows correlation of defect component lifetime τ2 with the fraction
ξAl,v of trapped positrons annihilated by Al electrons. Calculated values for vari-
ous defects are shown in the �gure as well. Experimental data are compared with
theoretical calculations for various defects including vacancy in the A-sublattice
in the B2-phase and in the A2 phase. From inspection of Figure 45 one can con-
clude that although the fraction ξAl,v calculated for the vacancy in B2 phase is
in a good agreement with experiment (as proved already in Figure 44), the cal-
culated lifetime of trapped positrons is higher than experimental values in alloys
with low Al content. This discrepancy is most probably due to inward relaxation
of NN atoms towards vacancy which reduces lifetime of trapped positrons and is
most pronounced in Fe-Al alloys with low Al content. This can be easily under-
stood taking into account the attractive interaction between Al atom and vacancy
and repulsive interaction between Al atoms [14]. Vacancies in Fe-Al with low Al
content are surrounded by low number of Al atoms, therefore, the attractive in-
teraction between Al and vacancy dominates and inward relaxation of Al towards
vacancy is relatively strong. With increasing Al content the number of Al atoms
surrounding vacancy increases as well. As a consequence the attractive interac-
tion between Al and vacancy is compensated by the repulsive Al-Al interaction.
This makes the relaxation of Al atoms substantially smaller.

It should be mentioned that several authors [24, 25] reported attractive inter-
action between vacancies in the A-sublattice leading to formation of triple defects,
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Figure 45: Correlation of defect lifetime component with ξAl,v of Fe-Al alloys
quenched from 1000◦C compared with the results of theoretical calculations for
various types of defects from Section 4.1.2.

i.e. pairs of vacancies aligned in the [100] direction in the A-sublattice associated
with Fe antisite atom in the B-sublattice (see Figure 41(a)). in Fe-Al alloys with
high Al content. One can see in Figure 45 that the point calculated for the triple
defect in the ordered B2 structure (B2-triple) lies very close to the experimen-
tal point for Fe55.38Al44.62 alloy. Hence, formation of triple defects by attractive
interaction of vacancies in Fe-Al alloys with Al content approaching 50% is very
probable.

Figure 42 shows ξAl,v calculated for monovacancy in B2-sublattice surrounded
by di�erent number of Al atoms which enables the comparison with ξAl,v obtained
by PAS measurements. A monovacancy in perfectly ordered B2 structure has
8 NN Al atoms. CDB results of ξAl,v of various Fe-Al alloys plotted in Figure
26 increase with increasing Al content. Therefore, number of Al atoms in the
vicinity of the monovacancy is increasing with increasing Al content. Moreover,
quenched and annealed samples with Al content from cAl = 24% to 28% exhibit
similar ξAl,v although in the quenched samples A2 phase is formed while in the
annealed samples D03 ordered phase forms during annealing at 520 ◦C. Isochronal
annealing of Fe-Al alloys in Section 3.4.5 clearly showed that the fraction ξAl,v
remains constant (see Figure 33), and therefore the defect type does not change
during annealing. Moreover, defect type is not in�uenced even by phase transition
as seen in sample Fe75Al25 and depends exclusively on composition of Fe-Al alloy.
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Chapter 6

Conclusions

(I) Crystal structure and lattice parameter of various Fe-Al alloys were de-
termined by X-ray di�raction measurements. The quenched alloys with Al
content below 30% exhibit A2 structure while the alloys with higher Al
content exhibit B2 structure.

(II) Positron annihilation spectroscopy of quenched Fe-Al alloys of various com-
positions revealed very high concentrations of vacancies. Concentration of
vacancies strongly increases with Al content from ∼ 10−5 in Fe82Al18 up to
∼ 5× 10−2 in Fe55.38Al45.62 alloy.

(III) Recovery of quenched-in vacancies by thermally activated di�usion into
sinks takes place in the temperature range 350 - 500 ◦C. In alloys with
composition close to Fe75Al25 it is accompanied by ordering into D03 phase.

(IV) Correlation of microhardness with vacancy concentrations above 10−4at−1

con�rmed vacancy hardening of Fe-Al alloys.

(V) Comparison of quantum mechanical theoretical calculations with experi-
mental results of positron annihilation spectroscopy revealed preferential
occupation of vacancy NN sites by Al atoms. Quenched-in defects were
identi�ed as monovacancies in the A-sublattice with local chemical envi-
ronment resembling that in B2 phase even when the quenched alloy exhibits
disordered A2 phase. In alloys with high Al content approaching 50% the
attractive interaction of vacancies leads to formation of triple defects, i.e.
two vacancies in the A sublattice aligned in the [100] direction and associ-
ated with Fe antisite atom on the B sublattice.
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Appendix A

INPUT �le for ATSUP code

ATSUP_3.18

HEADER

Fe-Al, test version 3.18

SWITCHES modes_of_calculation

ATSUP

! ATSUP HMC2

ENHANCE enh_switch dieps_or_alpha

BN 9999999999.d0

! SL 9999999999.d0

! SK 9999999999.d0

! GC 0.22

POSITRON #levels energies mass

1 1.0 1.0

3DMESH nr1 nr2 nr3

100 100 100

! 24 24 24

MESHLIMIT mesh_reduction_(+-x,+-y,+-z), averaging_(x,y,z), energy

0 0 0 0 0 0 0 0 0 0.0

BOUNDARY BC_type_in_all_directions, init., average

1 1 1 0 1

! -1 -1 -1 1 1

! 0 0 0 1 1

ATOM atomic_numbers_of_all_species

26 13

LATTICE lattice_constant cutoff units

! 6.23689 12.0 au

5.818 12.0 aa

VECTORS lattice_translation_vectors (in three lines)

4.0 0.0 0.0

0.0 4.0 0.0

0.0 0.0 4.0

POSITION types_and_coordinates_of_all_atoms
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1 0.000000000000000 0.000000000000000 0.000000000000000

2 0.500000000000000 0.500000000000000 0.500000000000000

ITERATION #iterations precision preconditioning KSnew?

500 1.d-12 0.01 1

OUTPUT output_switches

ma dp de

! no

HMC HMC_basic_parameters: prmax npr wfminr cutoff2 units

100.0 200 1.d-20 5.0 au

SAVERAGE HMC_averaging_parameters: pdir(3) nth nph

0. 0. 0. 10 20

ORBITAL orbital_info_for_hmc:

1 8 1 8 1 4 1 4

WPARAM range_for_W-parameter_calculation: p1 p2

15. 25.

RFUNCTION resolution_function_parameters: FWHM

3.9
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